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A 
A.B. Chance 
ABS 
ACME 
Acorn 
Active Safety 
Acuity Brands 
AD Fire Stop 
Advance  
Advent/SPI 
AFC Wire 
Air Master Akron 
Alan Wire 
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Allied Conduit 
Allscape 
ALS  
Alumilite 
American Dryer 
American Electric 
American Fittings 
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Lamar Lighting 
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Connectors, Grounding,  
Splicing, Markers 
& Firestop 

3M 
AD Fire Stop 
Burndy 
Cadweld 
Galvan 
Greaves 
Harger 
Ilsco 
King Innovation 
NSI 
Rectorseal 
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T&B / Blackburn 
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P&S - Legrand 
Steren 
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Fans 
Air Master 
American Dryer 
Broan 
Emerson 
Fasco 
Nutone 
Panasonic 
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Fastening Devices & Strut 
3M 
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B-Line 
Caddy 
Dottie 
Ideal
Minerallac / Cully 
Nvent/Caddy 
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Crouse-Hinds 
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American Dryer 
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Easy Heat 
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Nu Heat 
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RK Electronics - relays 
Ronk Electrical Industries 
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Tools, Testers, 
& Flashlights 
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Fluke 
Greenlee 
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I-Tool
Klein
Lennox
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Madison Electric
Maxis, Southwire 
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Service Wire 
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Wiring Devices & Dimmers 
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Hunt 
Lightolier 
Lutron 
P&S 
Wattstopper  
Safety Items 
3M 
Cementex 
Cully 
Ear, Eye & Head Protection 
Gloves 
Larco  
OEL Insulated Tools 
Paint/Marking 
Safety Vests 
Werner 
Wiha 
Wobble Light
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Commercial 
ABS 
Acuity Brands  
Advent/SPI 
Allscape 
ALS  
Alumilite 
American Electric 
American Glass 
Amerlux 
Architectural Area Lighting 
Ardee 
Ark Lighting 
Atlas Lighting 
Barron Ltg Group 
Beacon  
Bega 
Beghelli 
Belfer Group 
Best Lights 
Best Solar 
Beta LED 
Canlet 
Carmanah 
Cathode Ltg Sys 
Celadon 
CGF Design 
Chance  
Columbia Lighting 
Compass 
Concealite 
Cooper Lighting
Craft Metal 
Crenshaw 
Dabmar 
Davis Muller 
Day-Brite 
Dayolite 
DDP LEDS 
Deco Lighting 
Designplan 
Dual-Lite  
Duraguard 
Duray Fluorescent 
Eagle Lighting  
Eclispse Lighting  
Edison Price Lighting 
EEMA lighting Group 
Elco Lighting 
Emco 
Environmental Lighting 
ERCO  
Esco 
Evergreen Lighting 
Eye Lighting  
Fahrenheit by DMF Ltg. Forecast 
Forum Lighting 
G Lighting  
Gardco
GE Lighting 

Gotham Lighting  
Guth 
Hadco 
Hanover Lantern 
HE Williams 
Heathcare Solutions 
HK Lighting  
Holophane 
Hubbell Industrial Lighting  
Hubbell Lighting  
Hubbell Outdoor Lighting 
Hydrel 
Insight 
Intense Ligting 
Inter-lux 
Kim Lighting  
Kramer Lighting  
Kurt Versen 
LAM 
Lamar Lighting 
LCD 
LDPI 
LED Inc. 
LED Linear 
Lektron LED Lighting 
Lightech 
Lightolier 
Linear Lighting  
Litecontrol  
Litelab 
Lithonia 
Lowering System 
LSI 
Lumascape 
Lumax 
Lumec 
LumenArt 
Lumux 
Luxo 
Main Street Lighting  
Mark 
Maxilume 
Maxlite 
McFadden 
Michael’s Lighting 
Millerbernd Lighting Standards 
Modular International 
MorLite 
Nafco International 
National Cathode 
National Lighting 
Nicor 
Nicor Solar 
North Start Lighting  
OEC Lighting  
Omega 
Orion
P & K Pole Products 
Pacific Lighting & Standards 
Pathway 

Peerless 
Pemco Lighting 
Performance in Lighting 
Philips Roadway 
Phoenix Induction Lighting 
Precision  
Prescolite  
Prudential Lighting  
RAB 
Renaissance Lighting 
Simkar 
Skyline 
Spaulding 
St. James Lighting 
St. Louis Antique Lighting 
Sterner 
Sunpark 
TapeLite 
Tech-Bright 
Thorn Lighting People 
USA Illumination 
Vaxcel 
Vista 
Voigt 
Volume Lighting 
W2 Architectural Lighting 
WideLite 
Winona 
Zumtobel LED 
Residential 
Alico Industries 
American Fluorescent 
American Lighting 
Artcraft 
Boyd Lighting 
Capital Lighting 
Capri 
Cast Lighting 
Contrast 
DMF Lighting 
Elite Lighting  
Fusion 
GM Lighting 
Global Lighting  
Hunza Landscape Lighting 
Janmar Lighting 
Jesco Lighting 
Juno Lighting 
Justice 
Kendel 
Kichler 
Lumetta
Minka 
Nora Lighting 
Norwell Lighting  
Nuvo 
Progress 
Quorum 
Revolution Lighting 
Schonbek Crystal 

Seagull 
Thomas Decorative 
Tokistar 
Lamps 
Damar 
EiKO 
Fulham 
GE 
Halco 
Litetronics 
Maxlite 
Philips 
Satco 
Sharp 
TCP 
Toshiba 
Westinghouse 
Poles 
A.B. Chance 
Ameron 
Bridgewell Resources 
Eagle High Mast 
Enterprise Concrete Collars 
LP 
Magniflood 
Makersales 
Structura 
Traditional Concrete 
Universal 
Utility Metals 
Valmont 
Whatley 
Exits 
Active Safety 
Betalux SRBT 
Bodine 
Carpenter Emergency 
Chloride 
Compass 
Dual Lite 
EELP  
Exitronix 
Isolite 
Lightalarms 
McPhilben Emergency

PRODUCT L  NES  
BY LIGHTING CATEGORY
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Parking deck cable mc / pvc coated mc

Mc power & control / signal cables

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 AWG Green Insulated 0.487 106 25 30 250 1000 2500

12/3 Solid 12 AWG Green Insulated 0.495 132 25 30 250 1000 2000

12/4 Solid 12 AWG Green Insulated 0.509 158 25 30 250 1000 1500

12/2 Stranded 12 AWG Green Insulated 0.487 110 25 30 250 1000 2000

12/3 Stranded 12 AWG Green Insulated 0.495 136 25 30 250 1000 1500

12/4 Stranded 12 AWG Green Insulated 0.530 162 25 30 250 1000 1000

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

10/2 Solid 10 AWG Green Insulated 0.51 153 35 40 250 1000 MTO

10/3 Solid 10 AWG Green Insulated 0.549 193 35 40 250 1000 MTO

10/4 Solid 10 AWG Green Insulated 0.592 233 35 40 250 1000 MTO

10/2 Stranded 10 AWG Green Insulated 0.533 158 35 40 250 1000 MTO

10/3 Stranded 10 AWG Green Insulated 0.574 199 35 40 250 1000 N/A

10/4 Stranded 10 AWG Green Insulated 0.619 241 35 40 250 1000 N/A

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

10/2 Solid 10 AWG Green Insulated 0.51 153 50 55 250 1000 MTO

10/3 Solid 10 AWG Green Insulated 0.549 193 50 55 250 1000 MTO

10/4 Solid 10 AWG Green Insulated 0.592 233 50 55 250 1000 MTO

10/2 Stranded 10 AWG Green Insulated 0.533 158 65 75 250 1000 MTO

10/3 Stranded 10 AWG Green Insulated 0.574 199 65 75 250 1000 N/A

10/4 Stranded 10 AWG Green Insulated 0.619 241 65 75 250 1000 N/A

TYPE MC-COPPER CONDUCTOR
ALUMINIUM ARMOR 

TYPE MC COPPER CONDUCTOR - ALUMINIUM ARMOR | 12 AWG

TYPE MC COPPER CONDUCTOR - ALUMINIUM ARMOR | 10 AWG

TYPE MC COPPER CONDUCTOR - ALUMINIUM ARMOR | 8 AWG & 6 AWG STR

Recommended Connectors: Arlington 40AST, 4040AST, 4010ASAT, 404010AST. OZG AMC50, AMC52. HALEX 06703B 

Recommended Connectors: Arlington 50AST, 5050AST, 5010ASAT, 505010AST. OZG AMC50, AMC52. HALEX 06703B 

Recommended Connectors: Arlington L17, L18
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Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid (2) - 12 AWG Green Insulated 0.505 129 25 30 250 1000 N/A

12/2 Standard (2) - 12 AWG Green Insulated 0.527 137 25 30 250 1000 N/A

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12/2 (1) -12 AWG Green Insulated 0.508 153 25 30 250 1000

12/3 Solid 12/2 (1) -12 AWG Green Insulated 0.555 203 25 30 250 1000

12/2 Stranded 12/2 (1) -12 AWG Green Insulated 0.529 157 25 30 250 1000

Recommended Connectors: Arlington L17, L18

12/3 Stranded 12/2 (1) -12 AWG reen Insulated 0.580 208 25 30 250 1000

MC-ISOLATED GROUND

TYPE MC COPPER CONDUCTOR - MC ISOLATED GROUND | 12 AWG

TYPE MC - MULTIPLE NEUTRAL — HOME RUN CABLE

TYPE MC COPPER CONDUCTOR - MC MULTI circuit | MULTI NEUTRAL — | 12 AWG
Multiple Neutral Conductors | Each Conductor Marked Per Phase

Larger conductor home run cable available by special order.
Examples: 12/6, 12/8, 10/6, 10/8, 10/12

Recommended Connectors: Arlington 40AST, 4040AST, 4010ASAT, 404010AST. OZG AMC50, AMC52. HALEX 06703B 

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

4/3 Standard 8 AWG Green Insulated 0.935 584 85 95 N/A 500 1000

TYPE MC COPPER CONDUCTOR - ALUMINIUM ARMOR | 4 AWG STR

Recommended Connectors: Arlington L18
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Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

14/2 Solid 14 AWG Green Insulated 0.409 80 20 25 250 1000 N/A

14/3 Solid 14 AWG Green Insulated 0.435 97 20 25 250 1000 N/A

14/2 Stranded 14 AWG Green Insulated 0.487 110 20 25 250 1000 N/A

14/3 Stranded 14 AWG Green Insulated 0.495 136 20 25 250 1000 N/A

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 AWG Green Insulated 0.487 155 25 30 250 1000 2500

12/3 Solid 12 AWG Green Insulated 0.495 185 25 30 250 1000 2000

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 10 Solid AL 0.463 122 25 30 250 1000 2500

12/3 Solid 10 Solid AL 0.523 159 25 30 250 1000 2000

12/4 Solid 10 Solid AL 0.565 208 25 30 250 1000 N/A

1022 Stranded 10 Solid AL 0.482 127 25 30 250 1000 2500

12/3 Stranded 10 Solid AL 0.539 166 25 30 250 1000 2000

12/4 Stranded 10 Solid AL 0.570 215 25 30 250 1000 N/A

TYPE MC-COPPER CONDUCTOR - 
ALUMINIUM ARMOR / THIN INNERS

TYPE MC COPPER CONDUCTOR - ALUMINIUM ARMOR | 14 AWG

TYPE MC COPPER CONDUCTOR - steel ARMOR | 12 AWG

Recommended Connectors: Arlington 50AST, 5050AST, 5010ASAT, 505010AST. OZG AMC50, AMC52. HALEX 06703B 

Recommended Connectors: Arlington 40AST, 4040AST, 4010ASAT

MC-AP / QUIK

TYPE MC-AP / MC-SG-Copper conductor - Aluminium Armor
Multiple Neutral Conductors | Each Conductor Marked Per Phase

Larger conductor MC-AP / MC-SG cable available by special order.
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Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 AWG Green Insulated 0.614 587 25 30 250 1000 N/A

12/3 Solid 12 AWG Green Insulated 0.647 595 25 30 250 1000 N/A

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 Solid (GN) 10 Solid AL 0.468 116 25 30 250 1000 MTO

12/3 Solid 12 Solid (GN) 10 Solid AL 0.510 165 25 30 250 1000 MTO

12/4 Solid 12 Solid (GN) 10 Solid AL 0.549 170 25 30 250 1000 N/A

1022 Stranded 12 Solid (GN) 10 Stranded AL 0.468 116 25 30 250 1000 MTO

12/3 Stranded 12 Solid (GN) 10 Stranded AL 0.510 165 25 30 250 1000 MTO

12/4 Stranded 12 Solid (GN) 10 Stranded AL 0.549 170 25 30 250 1000 N/A

Conductors Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

10/2 Stranded 10 Strandad (GN) 8 Solid AL 0.549 170 35 40 250 1000 N/A

10/3 Stranded 10 Strandad (GN) 8 Solid AL 0.589 212 35 40 250 1000 N/A

PARKING DECK CABLE MC | PVC COATED MC

TYPE MC|PVC Interlocked Steel Strip with PVC Jacket | 12 AWG

MC-HCF AP / QUICK - HOSPITAL FRADE MC

Type HCF-AP copper conductor - Aluminium Armor 
Can save you up to 30 percent in installation time and costs

TYPE HCF-AP copper conductor - Aluminium Armor

Recommended Connectors: Arlington 50AST, 5050AST, 5010ASAT, 505010AST. OZG AMC50, AMC52. HALEX 06703B 

Recommended Connectors: Arlington 401ASAT, 404010AST

Recommended Connectors: Arlington 411OST, 41411OST, 5010ASAT, 505010AST
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Conductors | With 16/2 Control Cable Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 Stranded (GN) 10 Solid AL 0.534 166 25 30 250 1000 N/A

12/3 Solid 12 Stranded (GN) 10 Solid AL 0.704 191 25 30 250 1000 N/A

12/2 Stranded 12 Stranded (GN) 10 Solid AL 0.562 174 25 30 250 1000 N/A

12/3 Stranded 12 Stranded (GN) 10 Solid AL 0.741 183 25 30 250 1000 N/A

Conductors | With 16/2 Control Cable Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 Solid 0.59 153 25 30 250 1000 N/A

12/3 Solid 12 Solid 0.64 181 25 30 250 1000 N/A

12/2 Stranded 12 Stranded 0.609 153 25 30 250 1000 N/A

12/3 Stranded 12 Stranded 0.666 181 25 30 250 1000 N/A

Conductors | With 16/2 Control Cable Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard  
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 10 Solid AL 0.534 166 25 30 250 1000 N/A

12/3 Solid 10 Solid AL 0.704 191 25 30 250 1000 N/A

12/2 Stranded 10 Solid AL 0.562 174 25 30 250 1000 N/A

12/3 Stranded 10 Solid AL 0.741 183 25 30 250 1000 N/A

Recommended Connectors: Arlington 401ASAT, 404010AST

MC POWER & CONTROL  /  
SIGNAL CABLES

TYPE MC-LED (MC-pcs) copper conductor - Aluminium armor 
Cable meets the NEC and UL listing requirements for combining power/lighting circuits and Class 2 or Class 3 control circuits in the 
same cables

TYPE MC-LED AP (MC-PCS) COPPER CONDUCTOR - ALUMINIUM ARMOR

TYPE MC-LED HCF AP (MC-PCS) COPPER CONDUCTOR - 
ALUMINIUM ARMOR | Hospital Grade

Recommended Connectors: Arlington 4110ST, 5010AST, 505010AST

Recommended Connectors: Arlington 4110ST, 5010AST, 505010AST
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Conductors | With 16/2 Control Cable Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. Type Ground 75c 90c Coil Reel Drum

12/2 Solid 12 Stranded (GN) 10 Solid AL 0.534 166 25 30 250 1000 N/A

12/3 Stranded 12 Stranded (GN) 10 Solid AL 0.534 133 25 30 250 1000 N/A

Conductors | With 16/2 Control Cable Overall 
Diameter

Approximate 
Net Weight 

(Lbs/1000ft)

Allowable 
Ampacity 
(Amps)2

Standard 
Packaging (ft)

AWG/No. No. of Strands Ground No. of Strands 75c 90c Reel

4/3 7 6 7 0.874 295 65 75 1000

4/4 7 6 7 0.956 363 65 75 1000

2/3 7 4 7 0.998 406 75 85 1000

2/4 7 4 7 1.092 504 90 85 1000

1/3 8 4 7 1.120 505 100 100 1000

1/4 8 4 7 1.243 650 100 100 1000

1/0-3 10 4 7 1.214 605 120 135 1000

1/0-4 10 4 7 1.310 760 120 135 1000

2/0-3 12 4 7 1.299 705 135 150 1000

2/0-4 12 4 7 1.430 891 135 150 1000

4/0-3 19 2 7 1.511 1052 180 205 1000

4/0-4 19 2 7 1.669 1282 180 205 1000

250/3 22 2 7 1.651 1186 205 230 1000

250/4 22 1 8 1.824 1285 205 230 1000

350/3 24 1 8 1.858 1636 250 280 1000

350/4 24 1 8 2.076 2107 200 224 1000

500/3 34 1 8 2.116 2538 310 350 1000

500/4 34 3/0 15 2.383 2836 310 350 1000

TYPE MC-LED HCF AP (MC-PCS) COPPER CONDUCTOR - ALUMINIUM ARMOR | Hospital Grade

TYPE MC-ALUMINIUM CONDUCTOR-Aluminium Armor

Recommended Connectors: Bridgeport 595DC2, 895DC2

The above data is approximate and subject to normal manufacturing tolerances.

NEED
HELP? Visit us at HOLTelectricalsupply.com

Got big electrical jobs? We’re the supplier 
 who wants to help your business grow.   
Let’s make it happen together.
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Catalog 
No.

KO 
Size

Unit/STD 
PKG

Cable 
Outer Dia.

Wire Bundle 
Outer Dia.

Conductor Size # / 
Conductors

CSA Tech 90 Conductor 
size no. / Conductors

Max Min Max Min

8412 1” 20/20 0.78 1.12 .66 1.00
6/3, 6/4, 4-3,  4-4, 

2-3, 2-4, 1-3
8/3, 8/4, 6/3

8413 1-1/4” 20/20 1.00 1.46 .87 1.37
2-3, 2-4, 1-3, 1-4, 1/0- 3, 

1/0-4, 2/0-3, 2/0-4, 3/0-3

6/3, 6/4, 4/3, 4/4, 3/3, 

3/4, 2/3, 2/4

8414 1-1/2” 10/10 1.36 1.77 1.25 1.59
2/0-4. 3/0-3, 3/0-4, 

4/0-3, 4/0-4, 250-3

2/4, 1/3, 1/4, 1/0-3, 

1/0-4, 2/0-3

8415 2” 10/10 1.70 2.20 1.55 2.05
250-4, 300-4, 350-3, 

350-4, 500-3

2/0-3, 2/0-4, 3/0-3, 

3/0-4, 4/0-3, 4/0-4, 250-3

8416 2-1/2” 5/5 2.10 2.70 1.95 2.40
500-3, 500-4, 600-3,

600-4, 750-3

4/0-4, 250-3, 250-4, 

300-3, 300-4, 350-3

8417 3” 5/5 2.50 3.30 2.35 3.00 600-4, 750-3, 750-4 350-4, 500-3, 500-4

Ampacity of conductors are based on NFPA 70 (NEC) Table 310.15(B)(16). See 110.14(C), 240.4(D) and 310.15(B) for other 

limitations where applicable. For equipment marked for use at higher temperatures, the conductor ampacity shall be 

limited to the following per NEC 110.14(C): 60°C when terminated to equipment for circuits rated 100 amperes or less 

or marked for size 14 AWG through 1 AWG conductor. 75°C when terminated to equipment for circuits rated over 100 

amperes or marked for conductors larger than 1 AWG. 90°C for ampacity during purposes. When the neutral is consid-

ered current-carrying conductor, the ampacity of 4/C cables shall be reduced by a factor of 0.80 per NEC 310.15(B)(3)(a).

The above data is approximate and subject to normal manufacturing tolerances.
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Medium voltage power cable

In-line cold shrinkable joints

14

1615

1615

16

Tool free termination (tft-r)

HVbt-2-r-01(b4)Termination cable cleaning kit

HVT-z high voltage termination
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MEDIUM VOLTAGE POWER CABLE  -  
STOCK IN STL 

MEDIUM VOLTAGE POWER CABLE 

EPR INSULATION – PVC JACKET

MV-105-133% (5KV) OR 100% (8KV)

SHIELDED – SINGLE CONDUCTOR – 5KV & 8KV

COMPACT COPPER, CLASS B STRANDING

Part NO. Description AWG Stranding Insulation
Thickness

Jacket
Thickness

Nominal
O.D. over

Insulation

Nom.
O.D.

MVE20601 2-1C 15KV EPR/PVC 220MIL UL 2 7 .220 .080 .750 1.01

MVE20401 1/0-1C 15KV EPR/PVC 220MIL UL 1/0 19 .220 .080 .830 1.06

MVE20201 2/0-1C 15KV EPR/PVC 220MIL UL 2/0 19 .220 .080 .870 1.10

MVE21/001 4/0-1C 15KV EPR/PVC 220MIL UL 4/0 19 .220 .080 .970 1.21

MVE22/001 250-1C 15KV EPR/PVC 220MIL UL 250 37 .220 .080 1.02 1.25

MVE24/001 350-1C 15KV EPR/PVC 220MIL UL 350 37 .220 .080 1.12 1.35

MVE235001 500-1C 15KV EPR/PVC 220MIL UL 500 37 .220 .080 1.25 1.47

Part NO. Description AWG Stranding Insulation
Thickness

Jacket
Thickness

Nominal
O.D. over

Insulation

Nom.
O.D.

MVE41/001 1/0-1C 35KV EPR/PVC 345MILS 1/0 19 .345 .080 1.08 1.31

Part NO. Description AWG Stranding Insulation
Diameter Min.

Insulation
Diameter Max.

Insulation
Thickness

Jacket
Thickness

Nom.
O.D.

MVE20601 6-1C 5KV EPR/PVC 115MILS 133% 6 7 .415 .490 .115 .060 .065

MVE20401 4-1C 5KV EPR/PVC 115MILS 133% 4 7 .455 .535 .115 .060 .700

MVE20201 2-1C 5KV EPR/PVC 115MILS 133% 2 7 .510 .590 .115 .060 .760

MVE21/001 1/0-1C 5KV EPR/PVC 115MIL 133% 1/0 19 .580 .655 .115 .060 .820

MVE22/001 2/0-1C 5KV EPR/PVC 115MIL 133% 2/0 19 .620 .695 .115 .060 .860

MVE24/001 4/0-1C 5KV EPR/PVC 115MIL 133% 4/0 19 .720 .795 .115 .080 1.00

MVE235001 350-1C 5KV EPR/PVC 115MIL 133% 350 37 .970 .945 .115 .080 1.14

MVE250001 500-1C 5KV EPR/PVC 115MIL 133% 500 37 .990 1.065 .115 .080 1.45

MEDIUM VOLTAGE POWER CABLE 

EPR INSULATION – PVC JACKET

MV-105-133% INSULATION LEVEL

15KV—SINGLE CONDUCTOR 

MEDIUM VOLTAGE POWER CABLE 
EPR INSULATION – PVC JACKET

MV-105-133% INSULATION (25KV OR 100% (35KV)

SHIELDED – SINGLE CONDUCTOR

Note: The data shown is approximate and subject to standard industry and manufacturer tolerances.
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Part no. Description

P-63  Cable Prep Kit

Part no. Description AWG Stranding Insulation
Thickness

Nominal
O.D. over

Insulation

Nom.
O.D.

MVE10201 125MIL UL 2 7 .125 .181 .605

Part no. Description AWG Stranding Insulation
Thickness

Nom.
O.D.

MVX10801 8/1C 5KV XLP FAA-L-824 Type C 8 7 .110 .375

MVX10601 6/1C 5KV XLP FAA-L-824 Type C 6 7 .110 .415

Part no. Description Insulation OD’s

Indoor 15kV ( Shielded, Indoor )

TFT-150R-G #2—3/0 AWG 0.53—0.80

TFT-152R-G 4/0—500 KCMIL 0.85—1.45

Outdoor 15kV ( Shielded, Indoor )

TFT-151R-SG #2—250 KCMIL 0.64—1.09

TFT-152R-SG 4/0—500 KCMIL 0.85—1.45

TOOL FREE TERMINATION (TFT-R) - 
STOCK IN ST. LOUIS

•  Provides maintenance free, long life 

    even in highly contaminated areas

•  Material does not degrade in outdoor 

    applications; outstanding UV stability

•  Seals out all moisture and contamination

MEDIUM VOLTAGE POWER CABLE 

EPR INSULATION – PVC JACKET

2.4KV – MV-90 – NON-SHIELDED

COPPER, CLASS B STRANDING THINNED COPPER

MEDIUM VOLTAGE POWER CABLE 

NON-SHIELDED – XLPE INSULATION

FAA L824 TYPE C – AIRPORT LIGHTING CABLE

5KV – SINGLE CONDUCTOR

TERMINATION CABLE CLEANING KIT

One kit contains six solvent wipes, six dry wipes and three strips 

of abrasive paper

INDOOR

OUTDOOR
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Part no. Conductor size min. / max. Insulation diameter min. / max. Jacket diameter
Maximum

5kV (0.90”) 5/8kV (0.115”)

HVT-Z-80-G/S #4 - #1 AWG #6 - #2 AWG 0.35 - 0.60 (9-15) 0.95 (24)

HVT-Z-81-G/S 1/0 AWG - 250 KCMIL #1 - 4/0 AWG 0.60 - 0.95 (15-24) 1.20 (30)

Part no. Conductor size min. / max. Insulation diameter min. / max. Jacket diameter
Maximum

5kV (0.90”) 5/8kV (0.115”)

HVT-Z-80-G/S #4 - #1 AWG #6 - #2 AWG 0.35 - 0.60 (9-15) 0.95 (24)

HVT-Z-81-G/S 1/0 AWG - 250 KCMIL #1 - 4/0 AWG 0.60 - 0.95 (15-24) 1.20 (30)

Part no. Q, a min W, a min W, b min W2 b min Roll Length

HVBT-2-R-01 (B4) 2 .014 .022 .034 25 ft

HVT-Z HIGH VOLTAGE TERMINATION

IN-LINE COLD SHRINKABLE JOINTS CSJA

HVBT-2-R-01 (B4)

Note: a = as supplied, b = after free recovery

TE Connectivity’s Raychem HVT-Z high voltage termination system features a new, 

co-extruded one-piece termination. The main termination component consists of 

the proven Raychem non-tracking tube together with a co-extruded stress control 

grading layer. This stress control layer is based on ceramic semi-conductor tech-

nology (ZnO) and provides superior discharge and impulse performance. When the 

tubing is shrunk down, the coating softens and sticks to irregular surfaces, providing 

moisture seals as we ll as electrical stress control. HVT-Z high-voltage terminations 

are fully qualified per IEEE-48 as Class I terminations to provide a long, trouble-free 

service life.

TE Connectivity’s (TE) “All-in-One” CSJA cold shrinkable joint for 15 kV through 35 

kV is designed to splice tape shield, wire shield, LC shield, UniShield, JCN and flat 

strap shielded cables. The silicone rubber body provides high dielectric strength, 

high tear strength, low tension set, and excellent low temperature recovery. Integrat-

ed electrical stress control enhanced by factory molded stress cones and a Faraday 

cage. Void filling stress relief mastics are not necessary.

TE Connectivity’s (TE) Raychem high voltage busbar insulation tape (HVBT) is a 

heat-shrinkable, adhesive-coated tape which provides insulation enhancement and 

protection against accidentally induced flash-over. HVBT tape is designed to com-

bine the integrity of a heat-shrinkable tubing with the versatility 

of a wraparound product
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STARTER COMPONENTS OPEN STLYE

FREEDOM SERIES HEATERS

Definite Purpose Contactors

Legrand Pin & SleeveAccessory Items

Replacement coils

Milbank Metering Contactors

Transformer selection chart    

MINI BREAKERS/IEC CONTACTORS

Transformers 

ACME BUCK-BOOST Transformers 

18

21

23

3822

23

3922

36

37

34

35

18

19

20

30

27

42

42

43

29 44

24

41

XT IEC Manual Motor Protectors 

ENCLOSED MOTOR STARTERS 

MANUAL MOTOR STARTERS

Power-r-stock

Disconnects

Ice cube relays

RELAY IN A BOX 

Edwards Signaling

Multi Metering Motor Run Capacitors 

LOGIC CONTROL 

Timers
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XT  IEC MANUAL MOTOR PROTECTORS - 
PUSH BUTTON 

Legrand Pin & Sleeve

STARTER COMPONENTS OPEN STLYE

Non-Reversing starter
OPEN TYPE  | SOLID-STATE OVERLOAD RELAY

IEC MOTOR STARTER / CONTACTOR
OPEN TYPE

SOLID-STATE OVERLOAD RELAY
FOR IEC STARTER

IEC PUSH—BUTTON MANUAL MOTOR STARTER 

OPEN TYPE | NON-REVERSING STARTER— SOLID-STATE OVERLOAD RELAY  

Part Number 

AN19BN0A5E005

AN19BN0A5E020

AN19DN0A5E020

AN19GN0A5E045

AN19KN0A5E100

Part Number 

XTCE012B10A 

XTCE025C10A 

XTCE032C10A

Part Number 

XTOE020BCS 

XTOE020CCS 

XTOE045CCS

Part Number 

XTPB2P5BC1   

XTPB004BC1

XTPB010BC1

XTPB016BC1

XTPB020BC1

XTPB025BC1

Overload Size 

1-5 FLA

4-20 FLA

4-20 FLA

9-45 FLA

20-100 FLA

Size 

10 AMP

25 AMP

32 AMP

Amp Range 

4-20 AMP

4-20 AMP

9-45 AMP

Overload Size

1.6-2.5 FLA

2.5—4 FLA

6.3-10 FLA

10-16 FLA

16-20 FLA

20-25 FLA

Size

0

0

1

2

3

Coil Voltage

120V

120V

120V

Coil Voltage

120V

120V

120V

120V

120V

Frame Size 

B

B

C

( See “SUB” notes in system when entering item )
(Can also use to sub for a AN16BN** series contactors.)
( See notes in system when entering item )

Frame Size 

B

B

C

Frame Size 

B

B

B

B

B

B
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ENCLOSED MOTOR STARTERS 

NEMA MOTOR STARTERS
TYPE 1 GENERAL PURPOSE | NON-REVERSING STARTER BIMETALLIC OVERLOADS*

INSULATED ENCLOSURES FOR SURFACE MOUNTING

Part Number 

ECN0501AAA

ECN0511AAA

ECN0521AAA

ECN0531AAA

Part Number 

XTPBXENAS41

XTPBXENAS65

Size

0

1

2

3

Style of Enclosure

NEMA 1

NEMA 3R / 4X

Figure NO.

1

2

Coil Voltage

120V

120V

120V

120V

Coil Voltage

120V

120V

120V

120V

120V

120V

Coil Voltage

120V

120V

120V

120V

Fuse Clip Size

30A600/60A240

30A600/60A240

0A600/60A240

60A600

Coil Voltage

120V

120V

120V

*In-field modification kits available.
(240 Volt Fuse Clips available)

OPEN TYPE | NON-REVERSING STARTER— SOLID-STATE OVERLOADS RELAY

TYPE 3R OUTDOOR | NON-REVERSING STARTER— SOLID-STATE OVERLOADS RELAY

Part Number 

ECN0501AAA-R63/B

ECN0501AAA-R63/C

ECN0511AAA-R63/C

ECN0521AAA-R63/D

ECN0531AAA-R63/E

ECN0541AAA-R63/F

Part Number 

ECN0502AAA-R63/B

ECN0512AAA-R63/C

ECN0522AAA-R63/D

Overload Size 

1-5 FLA

4-20 FLA

4-20 FLA

9-45 FLA

20-100 FLA

30-150 FLA

Overload Size 

1-5 FLA

4-20 FLA

9-45 FLA

Overload Size 

1-5 FLA

4-20 FLA

4-20 FLA

9-45 FLA

Size

0

0

1

2

3

4

Size

0

1

2

Size

0

0

1

2

NEMA—3/PHASE MAGNETIC STARTER WITH DISCONNECT
TYPE 1 GENERAL PURPOSE (480 VOLT FUSE CLIPS) | NON-REVERSING STARTER—

SOLID-STATE OVERLOADS RELAY

Part Number 

ECN1601AAC-R63/B

ECN1601AAC-R63/C

ECN1611AAC-R63/C

ECN1621AAE-R63/D

FIG. 1 FIG. 2
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MANUAL MOTOR STARTERS
 
TOGGLE OPERATED MANUAL MOTOR STARTERS
PROVIDES MANUAL CONTROL AND OVERLOAD PROTECTION BIMETALLIC OVERLOADS*

Part Number 

MST01

MST02

MST01SN

MST02SN

Poles

1

2

1

2

Voltage

120/240v, 277v

120/240v, 277v

120/240v, 277v

120/240v, 277v

Voltage

Open

Open

NEMA 1 Enclosure

NEMA 1 Enclosure

*Must purchase heaters separately.

*The series of a starter is the last digit of the listed catalog number. Example: AN16DN0AB.

FREEDOM SERIES HEATER PACKS
STANDARD TRIP—CLASS 20 HEATER 75A | FOR USE WITH NEMA SIZE 2, 

IEC SIZES G–K ONLY, SERIES B HEATERS SOLD AS A 3 PACK

Catalog No. A B C D

H2001B-3 0.254 .0306 0.359 0.411

H2002B-3 0.375 0.452 0.530 0.607

H2003B-3 0.560 0.676 0.791 0.907

H2004B-3 .0814 0.983 1.15 1.32

H2005B-3 1.20 1.45 1.71 1.96

H2006B-3 1.79 2.16 2.53 2.90

H2007B-3 2.15 2.60 3.04 3.49

H2008B-3 3.23 3.90 4.56 5.23

H2009B-3 4.55 5.50 6.45 7.40

H2010B-3 6.75 8.17 9.58 11.00

H2011B-3 9.14 10.80 12.4 14.0

H2012B-3 14 16.9 19.9 22.80

H2013B-3 18.7 22.7 26.7 30.70

H2014B-3 23.5 28.5 33.5 38.5

Figure NO.

1

1

2

2
FIG. 1 FIG. 2

Visit us at HOLTelectricalsupply.com

Got big electrical jobs? We’re the supplier 
 who wants to help your business grow.   
Let’s make it happen together.

NEED
HELP?
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*Heaters sold as individual unit

HEATER SELECTION FOR MS STARTERS

Catalog No. Motor Full
Load Current Catalog No. Motor Full

Load Current Catalog No. Motor Full
Load Current

MSH1-9A 1.52-2.71 MSH4-1A 3.28-3.59 MSH8-8A 7.04-7.74

MSH2-1A 1.68-1.83 MSH4-5A 3.60-3.99 MSH9-7A 7.75-8.46

MSH2-3A 1.81-1.99 MSH5-0A 4.00-4.39 MSH10-6A 8.47-9.35

MSH2-5A 2.00- 2.23 MSH5-5A 4.40-4.79 MSH11-7A 9.36-10.30

MSH2-8A 2.24-2.47 MSH6-0A 4.80-5.26 MSH12-9A 10.31-11.35

MSH3-1A 2.48-2.71 MSH6-6A 5.27-5.83 MSH15-6A 12.48-13.67

MSH3-4a 2.72-2.95 MSH7-3A 5.84-6.39 MSH17-1A 13.68-15.12

MSH3-7a 2.96-3.27 MSH8-0A 6.40 -7.03 MSH18-6A 15.13-16.00

*Heaters Sold as a 3 Pack

FREEDOM SERIES HEATER PACKS
STANDARD TRIP—CLASS 20 HEATER 75A | FOR USE WITH NEMA SIZE 2, 

IEC SIZES G–K ONLY, SERIES B

STRANDAD TRIP—CLASS 20 HEATER 75A | FOR USE WITH NEMA SIZE 2, 

IEC SIZES G–K ONLY, SERIES B

Catalog No. A B C D

H2025-3 8.0 9.2 10.3 11.5

H2026-3 11.4 12.8 14.3 15.7

H2027-3 14.3 15.7 17.4 19.0

H2018-3 18.0 20.2 22.3 24.5

H2019-3 24.6 27.6 30.5 33.4

H2020-3 33.5 37.5 41.5 45.6

45.7 51.2 56.7 62.1

H2022-3 62.2 69.7 77.1 84.6

H2023-3 84.7 95.0 105.0 115.0

H2024-3 106.0 118.0 131.0 144.0

Catalog No. A B C D

H2015B-3 29.0 34.0 39.1 44.1

H2016B-3 39.6 45.5 51.5 57.4

H2017B-3 53.9 60.9 67.9 74.9

FREEDOM SERIES HEATERS
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*Poles can be added to the above unit to make it up to a 12 pole. 

*Poles can be added to the above unit to make it up to a 12 pole. 

ACCESSORY ITEMS
 
SIDE-MOUNTED AUXILIARY CONTACTS 
FOR CN35/ECL

CONTACTORS
 
ELECTRICALLY HELD LIGHTING NEMA 600V AC 
TYPE 1 | GENERAL PURPOSE 

Part Number 

C320KGS1 

C320KGS3

C320KGS4

Part Number 

ECC03C1A4A

Type

1 N/O 2

1 N/O and 1 N/C 

2 N/O 

Size

4 Pole 30 Amp

Coil Voltage

120V 

Coil Voltage

120V 

FUSE CLIPS
TO CHANGED THE 480 VOLT (FLSR) STARTER TO A 240 VOLT (FLNR) FUSE. 

OPEN STYLE

WIRING MOD MODULE

ACCESSORY ITEMS FOR LIGHTING CONTACTORS
FIELD INSTALLED OPTIONS

Part Number 

C351KC21 

C351KD22-61

Part Number 

C30CNE40A0

Part Number 

C320MH2WA0 

C320MH3WA0

Part Number 

C320AMH1

C320PRP1

C320PRP2

Type

30 AMP 250V 

60 AMP 250V 

Type

4 Pole 30 Amp

Description

Single-Pole Auxiliary Contact Sin-

gle-Pole Power Pole - Add on 

Double-Poke Power Pole - Add on

Description

30 Amp Mech Held Module 2-wire 30 

Amp Mech Held Module 3-wire

24 hour emergency service
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OPEN STYLE 

FOR CATALOG NUMBERS AN16, AN30, AN40, AN56, AN70, AN80, 

AN800, CN15, CN35 (2) AND CN55 CONTACTORS AND STARTERS 

PART No. Inductive current 
rating

Resistive Current  
Rating Coil voltage No. of poles Figure no.

C25BNB230A 30 40 120 2 1

C25BNB230B 30 40 240 2 1

C25BNB230T 30 40 24 2 1

C25DND330A 30 40 120 3 2

C25DND330B 30 40 240 3 2

C25DND330H 30 40 277 3 2

C25END430A 30 40 120 4 -

C25DNF340A 40 50 120 3 2

C25DNF340B 40 50 240 3 2

C25FNF360A 60 75 120 3 2

C25FNF360B 60 75 240 3 2

C25GNF390A 90 120 120 3 2

C25HNE3120A 120 140 120 3 2

Voltage NEMA Size 00 NEMA Size 0 NEMA Size 1 NEMA Size 2 NEMA Size 3

120 Volt 9-2875-1 9-2876-1 9-3285-1KIT 9-3285-1KIT 9-2756-1

240 Volt 9-2875-2 9-2876-2 9-3285-2KIT 9-3285-2KIT 9-2756-2

480 Volt 9-2875-3 9-2876-3 9-2703-3KIT 9-2703-3KIT 9-2756-3

208 Volt 9-2875-5 9-2876-5 9-3285-9KIT 9-3285-9KIT 9-2756-5

277 Volt 9-2875-12 9-2876-12 9-2703-7KIT 9-2703-7KIT 9-2756-9

24 Volt AC 9-2875-36 9-2876-36 9-3285-6KIT 9-3285-6KIT 9-2756-6

DEFINITE PURPOSE CONTACTORS

REPLACEMENTS COILS 

C30CNE | ADD A POLE HTING CONTACT R. 

Part Number 

9-3242-1

9-3242-6

9-3242-7

Description

120 Volt Coil For Add-A-Pole ECC Contactor 

277 Volt Coil For Add-A-Pole ECC Contactor 

24   Volt Coil For Add-A-Pole ECC Contactor

FIG. 1

SIZE. 
00 & 0

FIG. 2

SIZE.
1 & 2

FIG. 3

SIZE. 3
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DEFINITE PURPOSE CONTACTORS AND STARTERS | 60 AND 75A-2- 

AND  3-POLE; 25, 30 AND 40A-4-POLE

Part no. Voltage Frequency Coil Suffix Class

9-3256-1 120 Volt 60 A Class B 130C

9-3256-2 240 Volt 50 B Class B 130C

9-3256-3 480 Volt 50 C Class B 130C

9-3256-2 208 Volt 50 B Class B 130C

9-3256-7 277 Volt 60 H Class B 130C

9-3256-6 24 Volt AC 60 T Class B 130C

LOGIC CONTROL 
 
COVER CONTROL KITS  
FIELD INSTALLED  | THE KIT INCLUDES HARDWARE AND CONNECTING WIRES.

NEMA 1 INDOOR ONLY | FOR NON-COMBINATION  SIZE 00-2  STARTERS & 

ECL LIGHTING CONTACTORS

NEMA 1 INDOOR ONLY | FOR NON-COMBINATION SIZE 3 STARTERS & ECC  

LIGHTING CONTACTORS

FOR COMBINATION STARTERS & ECL LIGHTING CONTACTORS

Part Number 

C600M12 

C600M1 

C600M121A

Part Number 

C400GK3 

C400GK1

Part Number 

C400T12

C400T1

Description

Cover control kit with HOA switch 

Cover control kit with start/stop push-buttons 

Cover control kit with HOA switch and red run pilot light.

Description

Cover control kit with HOA switch 

Cover control kit with start/stop push-buttons

Description

Cover control kit with HOA switch 

Cover control kit with start/stop push-buttons

*This kit will also be used on any NEMA 3R or 12 applications. 

CONTROL STATIONS
NEMA 1 SURFACE MOUNTING | PUSH BUTTON CONTROL STATION

Part Number 

10250H5200 

MMTCPBS3

Description

Start Stop Push Button Station Up 

Down Stop Push Button Station

C600M1

C400T12

10250H5200

C600M121A

C400T1

MMTCPBS3
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30.5 MM LOGIC CONTROL DEVICES Assembled 1250T Devices in POP Packaging 

PUSH-BUTTONS MOMENTARY

30.5 MM LOGIC CONTROL DEVICES 1250T Devices 

MOMENTARY PUSH-BUTTONS UNIT ONLY (NO CONTACT BLOCK)

PUSH-BUTTONS PUSH-PULL MAINTAINED

SELECTOR SWITCHES MAINTAINED

INDICATING LIGHTS

ILLUMINATED PUSH-BUTTONS

MAINTAINED PUSH AND PULL OPERATOR 

REPLACEMENT BUTTON AND LENS

Part Number 

10250T30B-POP 

10250T31R-POP 

10250T32R-POP 

10250T33R-POP

Part Number 

10250T101

10250T102

10250T103

Part Number 

10250T5B62-1-POP

Part Number 

10250T20KB-POP 

10250T22KB-POP

Part Number 

10250T206NC1N-POP 

10250T34R-POP

Part Number 

10250T476C21-1-POP

10250T411C21-1-POP

Part Number 

10250T5

Part Number 

10250TB62

10250TC53

Description

Black Flush Push-button NO/NC w/ START & JOG Legend Plates 

Red Extended Push-button NO/NC w/ STOP Legend Plate 

Red MRH Push-button NO/NC w/ EMERGENCY STOP & STOP Legend 

Plates Red Jumbo MRH NO/NC w/ EMERGENCY STOP Legend Plate 

Description

Black Flush Push-button 

Red Flush Push-button 

Green Flush Push-button

Description

Red Maintained Push-Pull NO/NC w/ EMERGENCY STOP 

& STOP Legend Plates

Description

Black Knob 2 position Selector Switch NO/NC w/ OFF/ON, HAND/AUTO 

and RUN/JOG. Legend Plate

Black Knob 3 position Selector Switch NO/NC w/ HAND-OFF-AUTO Legend Plate

Description

Red/Green/Amber Indicating Light 24V AC/DC w/ Run & Jog Legend Plate

Red/Green/Amber Indicating Light 120V AC/DC w/ Run & Jog Legend Plate

Description

Red/Green/Amber Indicating Light 24V AC/DC w/ Run & Jog Legend Plate

Red/Green/Amber Indicating Light 120V AC/DC w/ Run & Jog Legend Plate

Description

Maintained Push & Pull

Description

Jumbo Button 

Red Emergency Stop Lens
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CONTACT BLOCKS FOR 30.5MM 

600 VAC 10A CONTACT RATING 

LEGEND PLATES FOR 30.5MM

22 MM LOGIC CONTROL DEVICES IEC M22 Devices

PUSH-BUTTONS

Part Number 

10250T1

10250T2

10250T3

10250T51 

10250T53

Part Number 

10250TS13

10250TS34

10250TS42

10250TS47

10250TS51

Part Number 

M22-D-X-SRG 

M22-DR-X-SRG

Description

1NO-1NC Contact Configuration

2NO Contact Configuration

2NC Contact Configuration

1NC Contact Configuration

1NO Contact Configuration 

Description

EMERGENCY STOP

STOP 

OFF/ON 

START/STOP

HAND-OFF-AUTO

Description

22MM Push Button Momentary w/ Rd/Gn/Blk Color Cover 22MM 

Push Button Combo Man/Mom  w/ Rd/Gn/Blk Color Cover

PUSH-BUTTON ENCLOSURE 
OIL-TIGHT, SURFACE MOUNTING WITH SCREW COVER 30.5MM 

DEVICE HOLE SIDE NEMA 4/4X/12/13 

Part Number 

10250TN11

10250TN12 

10250TN13 

10250TN14

Description

1-Hole 2-Contact Depth Die Cast

2-Hole 2-Contact Depth Die Cast

3-Hole 2-Contact Depth Die Cast

4-Hole 2-Contact Depth Die Cast

STEEL ENCLOSURE ALSO AVAILABLE 

MUSHROOM HEAD MAINTAINED PUSH-BUTTON 

SELECTOR SWITCHES MAINTAINED 

Part Number 

M22-DRP-R-K01

Part Number 

M22-WK

M22-WK3

Description

Non-Illuminated Push-button; Maintained Action 

Description

Black Knob 2 position Selector Switch

Black Knob 3 position Selector Switch
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INDICATING LIGHTS

Part Number 

M22-L-R-230R 

M22-L-G-230G

Description

Red Indicating Light 120V AC

Green Indicating Light 120V AC 

LEGEND PLATES FOR 22MM 
Part Number 

M22S-ST-D12

M22S-ST-GB0 

M22S-ST-GB1 

M22S-ST-GB7

M22S-ST-GB10

Description

HAND - OFF - AUTO

STOP 

START 

RUN 

ON - OFF 

CONTACT BLOCKS FOR 22MM 

600 VAC 10A CONTACT RATING 

PUSH-BUTTON ENCLOSURE 
OIL-TIGHT, SURFACE MOUNTING WITH SCREW COVER 22MM 

DEVICE HOLE SIDE NEMA 4/13 

Part Number 

M22-K01 

M22-K10

Part Number 

M22-I1-PG

M22-I2-PG

Description

NC Front Mount Block

NO Front Mount Block

Description

1 Element, Polycarbonate

2 Element, Polycarbonate

AMPs 250 volt
nema fused

250 volt
Nema 3r fused

250 volt
Nema a non-fused

250 volt
Nema 3r non-fused

30 DG321NGB DG321NRB DG321UGB DG321URB

60 DG322NGB DG322NRB DG322UGB DG322URB

100 DG323NGB DG323NRB DG323UGB DG323URB

200 DG324NGB DG324NRB DG324UGB DG324URB

400 DG325NGB DG325NRB DG325UGB DG324URB

600 DG326NGB DG326NRB DG326UGB DG325URB

DISCONNECTS
 
GENERAL DUTY SAFETY SWITCHES  - DG  
250 VOLT OR LESS | FUSED SWITCHES HAVE NEUTRAL BLOCK INSTALLED 
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GROUND LUG KITS

GROUND LUG KITS

ROTARY DISCONNECTS 480V RATED - NEMA4X
NEMA 4X ENCLOSED POLYCARBONATE

60 AMP 3 POLE 480V RATED - NEMA3R
AIR CONDITIONING DISCONNECT

60 AMP 2 POLE 240V RATED NON-FUSE PULL OUT
AIR CONDITIONING DISCONNECT

Size/Style

30-100A DG

200A DG/DH/DT

Size/Style

30-100A DG

400A-600A DG/DH/DT

Part Number 

ER53030UPGB

ER53060UPGB

AC1NONC

Part Number 

DPU362RA

Part Number 

DPU222R

Part Number

DG30GB

DS200GK

Part Number

D5100GK

D5468GK

Description

30 AMP

60 AMP

1-N/O-1 N/C AUX Contact

Description

60 AMP 480 Volt 3 Pole Switch Disconnect

Description

Non-Fuse

HEAVY DUTY SAFETY SWITCHES—DH
600 VOLT OR LESS | FUSED SWITCHES HAVE 

NEUTRAL BLOCK INSTALLED 

AMPs 250 volt
Nema fused

250 volt
Nema 3r fused

250 volt
Nema a non-fused

250 volt
Nema 3r non-fused

30 DG361NGK DH361NRK DH361UGK DH361URK

60 DG362NGK DH362NRK DH362UGK DH362URK

100 DG363NGK DH363NRK DH363UGK DH363URK

200 DG364NGK DH364NRK DH364UGK DH364URK

400 DG365NGK DH365NRK DH365UGK DH365URK

600 DG366NGK DH366NRK DH366UGK DH366URK
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MULTI METERING
 
TAP BOXES 

Part Number 

3MTB400R 

3MTB600R 

1MTB800R

3MTB800R

Size

1ph or 3ph 400 Amp Tap Box 

1ph or 3ph 600 Amp Tap Box 

1ph 800 amp Tap Box 

3ph 800 Amp Tap Box 

35MM—SINGLE PHASE METER STACK MODULES 
(THREE-PHASE IN, SINGLE PHASE OUT)

37MM—THREE PHASE METER STACK MODULES 
(THREE-PHASE IN, THREE PHASE OUT) 35MM, 37MM MAIN 

TENANT CIRCUIT BREAKERS 

35MM, 37MM MAIN TENANT CIRCUIT BREAKER

Catalog NO. NO. of Sockets Socket Rating Horz. Bus Rating NO. of jaw tenant breaker

35MM120R12 1 225 AMP 1200 A ALUM 5 CCV2-X

35MM220R12 2 225 AMP 1200 A ALUM 5 CCVH2-X

35MM320R12 3 225 AMP 1200 A ALUM 5

35MM420R12 4 225 AMP 1200 A ALUM 5

35MM140R1240 1 400 AMP 1200 A ALUM 5 K Frame Incl.

Catalog NO. NO. of Sockets Socket Rating Horz. Bus Rating NO. of jaw tenant breaker

37MM120R12 1 225 AMP 1200 A ALUM 7 CC3-X

37MM220R12 2 225 AMP 1200 A ALUM 7 CVS3-X

37MM320R12 3 225 AMP 1200 A ALUM 7

37MM420R12 4 225 AMP 1200 A ALUM 7

37MM140R1240 1 400 AMP 1200 A ALUM 7 K Frame Incl.

No. of poles Main Amp Rating 10k AIC 25k AIC 42k AIC 65k AIC 100K AC

2 100 CCV2100X CCVH2100X CCS2100XMM CV2100XMM CVH2100XMM

2 125 CCV2125X CCVH2125X CCS2125XMM CV2125XMM CVH2125XMM

2 150 CCV2150X CCVH2150X CCS2150XMM CV2150XMM CVH2150XMM

2 175 CCV2175X CCVH2175X CCS2175XMM CV2175XMM CVH2175XMM

2 200 CCV2200X CCVH2200X CCS2200XMM CV2200XMM CVH2200XMM
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35MM, 37MM MAIN TENANT CIRCUIT BREAKER

No. of poles Main Amp Rating 10k AIC 25k AIC 42k AIC 65k AIC 100K AC

3 100 CCV3100X CVS3100X CVS3100X CV3100X CVH3100X

3 125 CCV3125X CVS3125X CVS3125X CV3125X CVH3125X

3 150 CCV3150X CVS3150X CVS3150X CV3150X CVH3150X

3 175 CCV3175X CVS3175X CVS3175X CV3175X CVH3175X

3 200 CCV3200X CVS3200X CVS3200X CV3200X CVH3200X

Amp rating Max NO. 
of Poles

Interiors
Alum Bus

Interiors
Copper Bus Nema 1 Trim

Surface
Trim

Flush
Nema 3r 

enclosures

100 18 PRL1A1100X18A PRL1A1100X18C EZB2036R EZT2036R EZT2036F GWPBQ2036PR

100 30 PRL1A1100X30A PRL1A1100X30C EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 30 PRL1A1100X30A PRL1A1100X30C EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 42 PRL1A1100X42AS PRL1A1100X42CS EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 42 PRL1A1100X42A PRL1A1100X42C EZB2060R EZT2060R EZT2060F GWPBQ2060PR

400 42 PRL1A1100X42A PRL1A1100X42C EZB2072R EZT2072R EZT2072F GWPBQ2072PR

Amp rating Max NO. 
of Poles

Interiors
Alum Bus

Interiors
Copper Bus Nema 1 Trim

Surface
Trim

Flush
Nema 3r 

enclosures

100 18 PRL2A1100X18A PRL2A1100X18C EZB2036R EZT2036R EZT2036F GWPBQ2036PR

100 30 PRL2A1100X30A PRL2A1100X30C EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 30 PRL2A1100X30A PRL2A1100X30C EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 42 PRL2A1100X42AS PRL2A1100X42CS EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 42 PRL2A1100X42A PRL2A1100X42C EZB2060R EZT2060R EZT2060F GWPBQ2060PR

400 42 PRL2A1100X42A PRL2A1100X42C EZB2072R EZT2072R EZT2072F GWPBQ2072PR

POWER-R-STOCK
 
UNASSEMBLED PANALBOARDS-EZ™ BOXES & EZ™ TRIMS
SINGLE PHASE 3-WIRE 120/140 VAC

4-WIRE 208Y/120VAC OR 3-PHASE, 3-WIRE 240 VAC

*These colors shown correspond to the color coating on the trim, interior, and box product 
packaging labels. Be sure all three parts match when delivering to the customer
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Amp rating Max NO. 
of Poles

Interiors
Alum Bus

Interiors
Copper Bus Nema 1 Trim

Surface
Trim

Flush
Nema 3r 

enclosures

100 18 PRL3A1100X18A PRL3A1100X18C EZB2036R EZT2036R EZT2036F GWPBQ2036PR

100 30 PRL3A1100X30A PRL3A1100X30C EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 30 PRL3A1100X30A PRL3A1100X30C EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 42 PRL3A1100X42AS PRL3A1100X42CS EZB2048R EZT2048R EZT2048F GWPBQ2048PR

225 42 PRL3A1100X42A PRL3A1100X42C EZB2060R EZT2060R EZT2060F GWPBQ2060PR

400 42 PRL3A1100X42A PRL3A1100X42C EZB2072R EZT2072R EZT2072F GWPBQ2072PR

Breaker 
Frame No. of poles Amp rating Voltage kAIC Rating Example Panel type

BAB 1 15-80 120 VAC 10 BAB1020 PRL1a

2 15-100 120/340 VAC 10 BAB2020 PRL1a

BAB H 2 15-100 240 VAC 10 BAB2040H PRL1a

3 15-100 240 VAC 10 BAB3030H PRL1a

QBGF 1 15-30 120 VAC 10 QBGF1020 PRL1a

2 15-40 120/240 VAC 10 QBGF2040 PRL1a

QBHW 1 15-60 120 VAC 22 QBHW1020 PRL1a

2 15-100 120/240 VAC 22 QBHW2020 PRL1a

2 15-100 240 VAC 22 QBHW2040H PRL1a

3 15-100 240 VAC 22 QBHW3030H PRL1a

GHQ 1 15-20 277 VAC 14 GHQ1020 PRL2a

GHB 1 15-100 277 VAC 14 GHB1020 PRL2a

2 15-100 480/277 VAC 14 GHB2040 PRL2a

3 15-100 480/277 VAC 14 GHB3060 PRL2a

4-WIRE 208Y/120VAC OR 3-PHASE, 3-WIRE 240 VAC

SUMMARY OF BRANCH BREAKERS AVAILABLE 

*These colors shown correspond to the color coating on the trim, interior, and box product packaging labels. Be sure all 
three parts match when delivering to the customer

Visit us at HOLTelectricalsupply.com

Got big electrical jobs? We’re the supplier 
 who wants to help your business grow.   
Let’s make it happen together.

NEED
HELP?
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CIRCUIT BREAKER KITS - UNASSEMBLED PANELBOARDS
KITS | MAIN LUGS OR THROUGH-FEED LUGS

Catalog no. Amp rating Service Wire range AI/Cu

LUGKIT100 100 1 or 3-ph (1) #14-1/0

LUGKIT225 225 1 or 3-ph (1) #6-300 kcmil

CIRCUIT BREAKER KITS - UNASSEMBLED PANELBOARDS 
KITS | MAIN CIRCUIT BREAKERS OR SUB-FEED CIRCUIT BREAKER INCLUDES 

CIRCUIT BREAKER & TERMINALS

Catalog NO. MAx Voltage Amp Rating Service Breaker 
frame

Mounting 
location

Wire range
AI/Cu

BKED100T 240 VAC 100 1-3-PH ED TOP (1) #14-1/0

BKED125T 125 1-3-PH ED TOP (1) #4-4/0

BKED1150T 150 1-3-PH ED TOP (1) #4-4/0

BKED175T 175 1-3-PH ED TOP (1) #4-4/0*

BKED200T 200 1-3-PH ED TOP (1) #4-4/0*

BKED225T 225 1-3-PH ED TOP (1) #4-4/0*

BKED100B 240 VAC 100 1-3-PH ED BOTTOM (1) #14-1/0

BKED125B 125 1-3-PH ED BOTTOM (1) #4-4/0

BKED150B 150 1-3-PH ED BOTTOM (1) #4-4/0

BKED175B 175 1-3-PH ED BOTTOM (1) #4-4/0*

BKED200B 200 1-3-PH ED BOTTOM (1) #4-4/0*

BKED225B 225 1-3-PH ED BOTTOM (1) #4-4/0*

BKED100T 480 VAC 100 1-3-PH FD TOP (1) #14-1/0

BKED125T 125 1-3-PH FD TOP (1) #4-4/0

BKED1150T 150 1-3-PH FD TOP (1) #4-4/0

BKED175T 175 1-3-PH FD TOP (1) #4-4/0*

BKED200T 200 1-3-PH FD TOP (1) #4-4/0*

BKED225T 225 1-3-PH FD TOP (1) #4-4/0*

BKED100B 480 VAC 100 1-3-PH FD BOTTOM (1) #14-1/0

BKED125B 125 1-3-PH FD BOTTOM (1) #4-4/0

BKED150B 150 1-3-PH FD BOTTOM (1) #4-4/0

BKED175B 175 1-3-PH FD BOTTOM (1) #4-4/0*

BKED200B 200 1-3-PH FD BOTTOM (1) #4-4/0*

BKED225B 225 1-3-PH FD BOTTOM (1) #4-4/0*

*Order optional lug kit Catalog NO. 3TA225FDK for 175-225 ampere ED-and FD-frame 3-pole circuit breakers to provide 
terminations for (1) #6-300 kcmil.
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KITS | MAIN LUGS ONLY

KITS | SERVICE ENTRANCE

KITS | INSULATED/ISOLATED GROUND (CARTON QTY OF 6)

KITS | 200% NEUTRAL

Catalog no. Amp rating Service Wire range AI/Cu

LUGKIT400 400 1 or 3-PH (2) #2-500 kcmil

Catalog no. Amps Service Panel type

100/125  1 or 3-PH SEK 1/2 PRL1a or PRL2a

400  1 or 3-PH SEK 4/6 PRL1a or PRL2a

Catalog no. Amps Service Panel type

ISOGROUND 100/225/400 1 or 3-PH PRL1a or PRL2a

Catalog no. Amps Service panel type

2NK100 100 1 or 3-PH PRL1a or PRL2a

2NK225 225 1 or 3-PH PRL1a or PRL2a

KITS - MAIN CIRCUIT BREAKER (INCLUDES CIRCUIT 
BREAKER & TERMINALS

Catalog NO. MAx Voltage Amp Rating Service Breaker 
frame

Mounting 
location

Wire range
AI/Cu

BKED250T 480 VAC 250 1-3-PH KD TOP (1) 250-500kcmil

BKED300T 300 1-3-PH KD TOP (1) 250-500kcmil

BKED350T 350 1-3-PH KD TOP (1) 250-500kcmil

BKED400T 400 1-3-PH KD TOP
(2) 250-500kcmil 

or (1) 3/0-500kcmil

BKED250B 480 VAC 250 1-3-PH KD BOTTOM (1) 250-500kcmil

BKED250B 300 1-3-PH KD BOTTOM (1) 250-500kcmil

BKED250B 350 1-3-PH KD BOTTOM (1) 250-500kcmil

BKED250B 400 1-3-PH KD BOTTOM
(2) 250-500kcmil 

or (1) 3/0-500kcmil
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TRANSFORMERS-ACME
1-PHASE, 240X480 PRIMARY VOLTS - 120/240 SECONDARY VOLTS

3-PHASE, 480 PRIMARY VOLTS - 120/208 SECONDARY VOLTS

Part Number 

T2535153S

T2535163S

T2535173S

T2535183S

TP530203S

Part Number 

V48M28T1516 

V48M28T3016 

V48M28T4516 

V48M28T7516 

V48M28T1216 

V48M28T49EE

Description

7.5K VA

10K VA

15K VA

25K VA

50K VA

Description

15K

30K

45K

75K

112.5K VA

150K VA

TRANSFORMERS-EATON
1-PHASE, 240X480 PRIMARY VOLTS - 120/240 SECONDARY VOLTS

Part Number 

S20N11P01P

S20N11P16P

S20N11P02P

S20N11S03N

S20N11S05N

Description

1K VA

1.5K VA

25K VA

3K VA

5K VA

1-PHASE, 200/220/440, 208/230/460, 240/480VPRIMARY VOLTS - 120 SECONDARY VOLTS

Part Number 

C0100E5EFB

C0150E5EFB

Description

100 VA

150 VA

Description

50 VA

75 VA

100 VA

150 VA

250 VA

500 VA

*FUSES NEEDED-Primary side uses a KLK Secondary side uses FLM 

*FUSES NEEDED-Primary side uses a KLK Secondary side uses FLM 

TRANSFORMERS 
 
CONTROL TRANSFORMERS-EATON 
1-PHASE, 240 X 480, 230 X 460, 220 X 440V   PRIMARY VOLTS - 120 SECONDARY VOLTS

Part Number 

C0050E2AFB

C0075E2AFB

C0100E2AFB

C0150E2AFB

C0250E2AFB

C0500E2AFB
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3-PHASE, 480 PRIMARY VOLTS - 240 DELTA/120 TAP  SECONDARY VOLTS

Part Number 

T3045K0023B 

T3075K0023B

Description

45K VA

75K VA

ACME BUCK-BOOST TRANSFORMERS 
 
TRANSFORMERS—ACME 
1-PHASE, 120/240 PRIMARY VOLTS - 12/24 SECONDARY VOLTS 60HZ

Catalog no. Voltage Frequency Coil Suffix Class

T181050 .250VA 20.80 10.40 10

T181051 .500VA 41.60 20.80 15

T181052 .750VA 62.50 31.25 19

T111683 1.0KVA 83.20 41.60 24

T111684 1.5KVA 125.00 62.50 30

T111685 2.0KVA 166.00 83.20 38

TRANSFORMERS—ACME 
1-PHASE, 120/240 PRIMARY VOLTS - 16/32 SECONDARY VOLTS 60HZ

EDWARDS SIGNALING - TRANSFORMER
AC-CLASS 2

Part no. Transformer 
rating sec. max. 12V sec. max. 24V Approx. weight

T181057 .250VA 15.60 7.80 10

T181058 .500VA 31.20 15.60 15

T181059 .750VA 46.90 23.40 19

T113073 1.0KVA 62.50 31.20 24

T113074 1.5KVA 93.70 46.90 30

T113074 2.0KVA 125.00 62.50 38

Catalog NO. Primary voltage Secondary voltage VA

590 120 10V AC 5

592 120

8V AV 10

16V AC 10

24V AC 10

596 120

6V AC 10

12V AC 15

18V AC 15

598 120

8V AC 20

16V AC 30

24V AC 30

599 120 24V AC 40
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Three phase Boosting Bucking

Line Voltage (Available) 189Y 196Y 201Y 208Y 189 208 220 219 230 250 255 264

Load Voltage (Output) 208 234 240 230 208 230 242 208 208 227 232 240

Load
kVA 7.51 4.22 4.33 8.30 3.75 4.15 4.37 7.90 4.15 4.51 4.60 4.76

Amps 20.83 10.42 10.42 20.83 10.42 10.42 10.42 21.94 11.52 11.47 11.45 11.46

Max Size of Fuse or Breaker 30 20 20 30 15 15 15 30 15 15 15 15

Load
kVA 15.01 8.44 8.66 16.60 7.51 8.30 8.73 15.80 8.30 9.02 9.20 9.53

Amps 41.67 20.83 20.83 41.67 20.83 20.83 20.83 43.87 23.04 22.94 22.90 22.92

Max Size of Fuse or Breaker 60 35 35 60 30 30 30 60 30 30 30 30

Load
kVA 22.52 12.67 12.99 24.90 11.26 12.45 13.10 23.71 12.45 13.53 13.80 14.29

Amps 62.50 31.25 31.25 62.50 31.25 31.25 31.25 65.81 34.56 34.42 34.35 34.38

Max Size of Fuse or Breaker 90 50 50 90 45 45 45 80 40 40 40 40

Load
kVA 30.02 16.89 17.32 33.20 15.01 16.60 17.46 31.61 16.60 18.04 18.40 19.05

Amps 83.33 41.67 41.67 83.33 41.67 41.67 41.67 87.74 46.07 45.89 45.80 45.83

Max Size of Fuse or Breaker 125 70 70 125 60 60 60 110 60 60 60 60

Load
kVA 45.03 25.33 25.98 49.80 22.52 24.90 26.20 47.41 24.90 27.06 27.60 28.58

Amps 125.00 62.50 62.50 125.00 62.50 62.50 62.50 131.61 69.11 68.83 68.70 68.75

Max Size of Fuse or Breaker 175 100 100 175 90 90 90 175 80 80 80 80

Load
kVA 60.04 33.77 34.64 66.40 30.02 22.20 34.93 63.22 33.20 36.08 36.81 38.11

Amps 166.67 83.33 83.33 167.67 83.33 83.33 83.33 175.48 92.15 91.78 91.59 91.67

Max Size of Fuse or Breaker 250 125 125 250 125 125 125 225 110 110 110 110

GROUP 1

GROUP 2

CATALOG 
NO.

T181050

T181051

T181052

T111683

T111684

T111685

Three phase Boosting Bucking

Line Voltage (Available) 183Y 208Y 195 208 225 240 245 250 256 265 272

Load Voltage (Output) 208 236 208 240 240 208 230 234 240 234 240

Load
kVA 5.63 6.39 5.63 3.17 6.50 2.81 6.63 6.77 6.93 3.59 3.68

Amps 15.63 15.63 15.63 7.81 15.63 7.81 16.64 16.69 16.67 8.85 8.85

Max Size of Fuse or Breaker 25 25 25 15 25 15 20 20 20 15 15

Load
kVA 11.26 12.77 11.26 6.33 12.99 5.63 13.26 13.53 13.86 7.17 7.36

Amps 31.25 31.25 31.25 15.63 31.25 15.63 33.29 33.39 33.33 17.69 17.71

Max Size of Fuse or Breaker 45 45 45 25 25 20 40 40 40 20 20

Load
kVA 16.89 19.16 16.89 9.50 19.49 8.44 19.89 20.30 20.78 10.76 11.04

Amps 46.88 46.88 46.88 23.44 46.88 23.44 49.93 50.08 50.00 26.54 26.56

Max Size of Fuse or Breaker 70 70 70 35 70 30 60 60 60 30 30

Load
kVA 22.52 25.55 22.62 12.67 25.98 11.26 26.52 27.06 27.71 14.34 14.72

Amps 62.50 62.50 62.50 31.25 62.50 31.25 66.58 66.67 66.67 35.39 35.42

Max Size of Fuse or Breaker 90 90 90 45 90 35 80 80 80 40 40

Load
kVA 33.77 38.32 33.77 19.00 38.97 16.89 39.87 40.59 41.57 21.52 22.08

Amps 93.75 93.75 93.75 46.88 93.75 46.88 99.86 100.16 100.00 53.08 53.13

Max Size of Fuse or Breaker 150 150 125 70 125 60 125 125 125 60 60

CATALOG 
NO.

T181050

T181051

T181052

T111683

T111684
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Single phase Boosting Bucking

Line Voltage (Available) 95 100 105 110 189 208 215 220 125 132 230 245 250 252

Load Voltage (Output) 114 120 115 120 208 230 237 242 113 120 208 222 227 240

Single phase Boosting Bucking

Line Voltage (Available) 95 100 105 208 215 215 220 225 135 240 240 245 250 255

Load Voltage (Output) 120 114 119 240 244 230 235 240 119 208 235 230 234 239

Load
kVA 1.19 1.25 2.40 2.50 2.16 2.39 2.46 2.52 2.60 2.75 2.37 2.50 2.60 5.10

Amps 10.42 10.40 20.80 20.80 10.40 10.40 10.40 10.40 22.80 22.80 11.40 11.40 11.40 22.80

Max Size of Fuse or Breaker 25 25 40 30 15 15 15 15 30 30 15 15 15 30

Load
kVA 2.37 2.50 4.80 5.00 4.33 4.79 4.93 5.04 5.20 5.40 4.47 5.00 5.20 10.20

Amps 20.83 20.83 41.67 41.67 20.83 20.83 20.83 20.83 46.80 46.80 22.80 22.80 22.80 43.70

Max Size of Fuse or Breaker 35 35 60 60 30 30 30 30 60 60 30 30 30 60

Load
kVA 3.56 3.75 7.17 7.56 6.50 7.19 7.41 7.56 7.80 8.15 7.10 7.50 7.80 15.30

Amps 31.25 31.25 62.50 62.50 31.25 31.25 31.25 31.25 68.50 69.50 34.40 34.40 34.40 65.50

Max Size of Fuse or Breaker 50 50 90 90 45 45 45 45 80 80 40 40 40 80

Load
kVA 4.75 5.00 9.58 10.00 8.66 9.58 9.87 10.00 10.40 10.80 9.50 10.00 10.00 20.40

Amps 41.67 41.67 83.31 83.31 41.67 1.67 41.67 41.67 91.50 91.50 45.80 45.80 45.80 87.50

Max Size of Fuse or Breaker 70 70 125 125 60 60 60 60 110 110 60 60 50 110

Load
kVA 7.12 7.50 14.40 15.10 13.00 14.30 14.80 15.10 15.00 16.20 14.24 15.00 15.60 30.60

Amps 62.50 62.50 125.00 125.00 62.60 62.60 62.60 62.60 138.00138.00 68.60 68.60 68.60 132.00

Max Size of Fuse or Breaker 100 100 175 175 90 90 90 90 150 175 80 80 80 175

Load
kVA 9.50 10.00 19.20 20.20 17.30 19.16 19.60 20.10 20.08 21.60 19.00 20.00 20.30 40.80

Amps 83.30 83.30 166.60166.60 83.30 83.30 83.30 83.30 183.00183.00 91.60 91.60 91.20 175.00

Max Size of Fuse or Breaker 125 125 250 250 125 125 125 125 225 225 110 110 110 225

Load
kVA 0.94 1.78 1.86 1.88 1.91 3.59 3.67 3.75 2.11 1.84 3.75 3.83 3.90 3.98

Amps 7.81 15.63 15.63 7.81 7.81 15.63 15.63 15.63 17.71 8.85 16.67 16.67 16.67 16.67

Max Size of Fuse or Breaker 15 25 25 15 15 25 25 25 20 15 20 20 20 20

Load
kVA 1.88 3.56 3.72 3.75 3.81 7.19 7.34 7.50 4.21 3.68 7.50 7.67 7.80 7.97

Amps 15.63 31.25 31.25 15.63 15.63 31.25 31.25 31.25 35.42 17.71 33.33 33.33 33.33 33.33

Max Size of Fuse or Breaker 25 45 45 25 25 45 45 45 40 20 40 40 40 40

Load
kVA 2.81 5.34 5.58 5.63 5.72 10.78 11.02 11.25 6.32 5.53 11.25 11.50 11.70 11.95

Amps 23.44 46.88 46.88 23.44 23.44 46.88 46.88 46.88 53.12 26.66 50.00 50.00 50.00 50.00

Max Size of Fuse or Breaker 40 70 70 40 40 70 70 70 60 30 60 60 60 60

Load
kVA 3.75 7.13 7.44 7.50 7.63 14.38 14.69 15.00 8.43 7.37 15.00 15.33 15.60 15.93

Amps 31.25 62.50 62.50 31.25 31.25 62.50 62.50 62.50 70.83 35.42 66.67 66.67 66.67 66.67

Max Size of Fuse or Breaker 50 90 90 50 50 90 90 90 80 40 80 80 80 80

Load
kVA 5.63 10.69 11.16 11.25 11.44 21.56 22.00 22.50 12.64 11.05 22.50 23.50 23.40 23.90

Amps 46.90 93.80 93.80 46.90 46.90 93.80 93.80 93.80 106.30 53.10 100.00100.00100.00100.00

Max Size of Fuse or Breaker 80 150 150 70 70 125 125 125 125 60 125 125 125 125

TRANSFORMER SELECTION CHART    
 
GROUP 1

GROUP 2

CATALOG 
NO.

T181050

T181051

T181052

T111683

T111684

T111685

CATALOG 
NO.

T181050

T181051

T181052

T111683

T111684
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Amps Poles & Wires Voltage Clock Hour Plug Connection Recepticle Inlet back box 
metal

60 3P4W 120/150 12H PS460P12W PS460C12W PS460Rl2W PS460812W PSBB601W

60 3P4W 3Ø 200-250 9H PS460P9W PS460C9W PS460R9W PS46089W PSBB601W

60 3P4W 3Ø 480 7H PS460P7W PS460C7W PS460R7W PS46087W PSBB601W

60 3P5W 3Ø 120/208 9H PSS60P9W PSS60C9W PSS60R9W PSS60B9W PSBB601W

60 3P5W 3Ø 277/480 7H PSS60P7W PSS60C7W PS560R7W PS56087W PSBB601W

Amps Poles & Wires Voltage Clock Hour Plug Connection Recepticle Inlet back box 
metal

100 3P4W 120/150 12H PS4100P12W PS4100C12W PS4100Rl2W PS4100812W PSBB1001W

100 3P4W 3Ø 200-250 9H PS4100P9W PS4100C9W PS4100R9W PS410089W PSBB1001W

100 3P4W 3Ø 480 7H PS4100P7W PS4100C7W PS4100R7W PS410087W PSBB1001W

100 3P5W 3Ø 120/208 9H PSS100P9W PSS100C9W PSS100R9W PSS100B9W PSBB1001W

100 3P5W 3Ø 277/480 7H PSS100P7W PSS100C7W PS5100R7W PS510087W PSBB1001W

Amps Poles & 
Wires Voltage Clock  

Hour
Switched 
Interlock

Matching 
Plug

60 3P4W 120/150 12H PS460MIR12W PS460P12W 

60 3P4W 3Ø 200-250 9H PS460MIR9W PS460P9W

60 3P4W 3Ø 480 7H PS460MIR7W PS460P7W

60 3P5W 3Ø 120/208 9H PSS60MIR9W PSS60P9W

60 3P5W 3Ø 277/480 7H PS560MIR7W PS560P7W

Amps Poles & 
Wires Voltage Clock  

Hour
Switched 
Interlock

Matching 
Plug

60 3P4W 120/150 12H PS4100MIR12W PS4100P12W

60 3P4W 3Ø 200-250 9H PS4100MIR9W PS4100P9W

60 3P4W 3Ø 480 7H PS4100MIR7W PS4100P7W

60 3P5W 3Ø 120/208 9H PS5100MIR9W PSS100P9W

60 3P5W 3Ø 277/480 7H PS5100MIR7W PSS100P7W

PIN AND SLEEVE

SWITCHED MECHANICAL INTERLOCK 
RECEPTACLES NON-FUSED

IEC 309 International pin and sleeve
IP67  RATED (WATTERTIGHT)

20 & 30 AMP Pin & Sleeve Special Order 
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Catalog no. Meter 
rating

no. of 
terminals Phase Service HUB BYPASS

U6193-YL-QG-AMS 125 5 1PH OH 1-1/4” Lever

U9550-RDL-QG-AMS 200 5 1PH OH 2” Lever

U9551-RXL-QG-AMS 200 5 1PH OH/UG C.P. Lever

U9701-RXL-QG-AMS 200 7 3PH 120/208 OH/UG C.P. Lever

U5740-X-K3L-K2L-5T6-AMS 320 (400) 5 1PH OH/UG C.P. Lever

U4911-X-QG-BL-AMS** 320 (400) 7 3PH OH/UG C.P. Lever

catalog no. meter 
rating

no. of 
terminals Phase service HUB BYPASS Panel Spaces

U6012-XL-100-K1-5T6-AMS 100 5 1PH OH/UG C.P. Lever 8

U6012-XL-200-K1-5T6-AMS 200 5 1PH OH/UG C.P. Lever 8

U5871-XL-100-5T9-AMS 100 5 1PH OH C.P. Lever NONE

U5871-XL-200-5T9-AMS 200 5 1PH OH C.P. Lever NONE

U4363-X-QG-K3-K2-5T6-AMS 320(400A) 5 1PH OH/UG C.P. Lever NONE

U5891-X-2/200-K3-K2-5T6-MLK-AMS 320(400A) 5 1PH OH/UG C.P. Lever 12

100A/200A/400A (2-200A) RESIDENTIAL/ 
COMMERCIAL, METER/BREAKER COMBOS 

MILBANK METERING 
  
SINGLE POSITION HEAVY DUTY METERS

* For 3PH | ** Studs will need lu gs installed—order separately 

U6193

U6012

U9511

U5765 U5785

Visit us at HOLTelectricalsupply.com

Got big electrical jobs? We’re the supplier 
 who wants to help your business grow.   
Let’s make it happen together.

NEED
HELP?
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200A 480VOLT COLD SEQUENCE COMMERCIAL, 
METER/BREAKER COMBOS 

200 AMP PER POSITION | MULTI-POSITION HEAVY DUTY METERS 

125/200 AMP PER POSITION | MULTI-POSITION 
HEAVY DUTY METERS/WITH MAINS

BREAKER CHART

catalog no. meter 
rating

no. of 
terminals Phase service HUB BYPASS

U5764-X-200-5T-CB-AMS 200 5 1PH—3W OH C.P. Lever

U5765-X-200-CB-AMS 200 5 3PH-3W OH C.P. Lever

U5767-X-200-CB-AMS 200 7 3-PH-4W OH C.P. Lever

U5784-O-200-5T-CB-AMS 200 5 1PH—3W OH Blank Lever

U5785-O-200-CB-AMS 200 5 3PH-3W UG Blank Lever

U5787-O-200-CB-AMS 200 7 3-PH-4W UG Blank Lever

catalog no. position NO. of 
terminals Phase service HUB BYPASS Panel 

Spaces

U2872-XT-QG-AMS 2 5 1PH OH/UG 2—C.P. Lever None

U2873-XT-QG-AMS 3 5 1PH OH/UG 2—C.P. Lever None

U2874-XT-QG-AMS 4 5 1PH OH/UG 2—C.P. Lever None

U2875-XT-QG-AMS 5 5 1PH OH/UG 2—C.P. Lever None

U2876-XT-QG-AMS 6 5 1PH OH/UG 2—C.P. Lever None

catalog no. position Main Buss 
Rating

no. of 
terminals Phase service HUB BYPASS Panel 

Spaces

U4372-XT-5T9-AMS** 2 320 Amp 5 1PH OH/UG 2—C.P. Lever Main

U4373-XT-5T9-AMS** 3 480 Amp 5 1PH OH/UG 2—C.P. Lever Main

U4374-XT-5T9-AMS** 4 640 Amp 5 1PH OH/UG 2—C.P. Lever Main

U4375-XT-5T9-AMS** 5 640 Amp 5 1PH OH/UG 2—C.P. Lever Main

U4376-XT-5T9-AMS** 6 640 Amp 5 1PH OH/UG 2—C.P. Lever Main

Manufacturer 125-100 Amps 100 Amp or Less

Eaton | Cutler Hammer BR / WBJ / HQO QP/BR

** Studs will need lu gs installed—order separately 
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24-HOUR MECHANICAL TIME SWITCH

NEMA1 NEMA 3R SWITCH TYPE CLOCK MOTOR VOLT HZ AMPS/Poles HP

T101 T101R SPST 125 60 40 2

T102 T102R SPST 208-277 60 40 5

T103 T103R DPST 125 60 40 3

T104 T104R DPST 208-277 60 40 5

TRANSFORMER CABINETS | UNDER GROUND 
IN AND UNDER GROUND OUT320 AMP

catalog no. meter 
rating Phase voltage Lugs Per Phase HUB

AMECT6-3B 600A 1PH 120/240 2-750 / 4—300 Blank

AMECT8-3B 800A 1PH 120/240 2—750 / 4-300 Blank

AMCT4-4B 400A 3PH-4W 120/208 or 277/480* 2—750 / 4-300 Blank

AMCT6-4B 600A 3PH-4W 120/208 or 277/480* 3—750 / 4-300 Blank

AMCT8-4B 800A 3PH-4W 120/208 or 277/480* 3—750 / 4-300w Blank

CT364811-HC-AMS < 800 AMPS 1PH / 3PH Can Only Blank

PT48A PT CAN 3PH 480 480V Only Blank

K5931 < 800 AMPS 1PH 120/240 3—600 MCM

K4797 < 800 AMPS 1PH 120/240 Stud Rack Only Purchase lug

K5930 < 800 AMPS 3PH 120/208 or 277/480* 3-600 MCM

K4798 < 800 AMPS 3PH 120/208 or 277/480* Stud Rack Only Purchase

TIMERS
  
24-HOUR ELECTROMECHANICAL TIME SWITCH

Voltage

120-277 VAC 60HZ

Output

40A DPDT

Enclosure

3R Plastic

Part NO.

GM40AV
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PART No. Contact 
rating

Poles & 
throws

Chill 
volts

Terminal 
type

Mounting 
method

Available 
socket

Indicator 
light Pin no. Figure NO.

SR70S200A4 10A DPDT 24 AV Plug-In Socket SR7008A No 8 6

SR70S200A7 10A DPDT 120 AC Plug-In Socket SR7008A No 8 6

SR67S200A7 10A DPDT 120 AC Octal Socket SR67083A No 8 5

SR67S200A9 10A DPDT 240 AC Octal Socket SR67083A No 8 5

SR67S300A7 10A 3PDT 120 AC Octal Socket SR67113A No 11 5

SR68S200A4 13A DPDT 24 AC Plug-In Socket SR6811N No 8 8

SR68S300A7 13A 3PDT 120 AC Plug-In Socket SR6811N No 11 8

PART No. Description Poles 
& Throws Ratings Terminal Type Figure no.

SR7008A 8 Pin Midget Socket DIN Rail Mounted DPDT 300V, 10A Pressure Clamp Screws 1

SR67083A 8 Pin Octal Socket DIN Rail Mounted DPDT 300V, 10A Pressure Clamp Screws 2

SR67113A 11 Pin Midget Socket DIN Rail Mounted 3PDT 300V, 10A Pressure Clamp Screws 3

SR6811N 8 Pin Midget Socket DIN Rail Mounted 3PDT 300V, 10A Binder Head Screw 4

ICE CUBE RELAYS

RELAY IN A BOX 
  
POWER CONTROL RELAY
TYPE 1 GENERAL PURPOSE

POWER CONTROL RELAY
TYPE 1 GENERAL PURPOSE

Description

Enclosed, 20 Amp, SPDT, 24V AC/DC & 120V AC Coil 

Enclosed, 20 Amp, DPDT, 120V AC Coil 

Enclosed, 20 Amp, DPDT, 208-277V AC Coil Enclosed 

Relay 20Amp DPDT 24V AC/DC 

Description

Pilot Control, Enclosed, 10 Amp, SPDT, 10-30V AC/DC & 120V AC Coil 

Pilot Control Relay, Enclosed, 10 Amp, SPDT, 10-30V AC/DC & 208-277V AC Coil

Part NO.

RIB2401B

RIB01P 

RIB02P 

RIB24P

Part NO.

RIBU1C

RIBH1C

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5 FIG. 6 FIG. 7



43

EDWARDS SIGNALING

POWER CONTROL RELAY

BUZZERS

HORN

GENERAL PURPOSE BELLS & BUZZERS 

GENERAL PURPOSE BELLS

PUSH BUTTON

Description

12V AC

24V AC

24V AC

120V AC

120V AC

Description

24V AC

120V AC

Description

120V AC 50/60Hz 120V 

AC 50/60Hz

Description

3-6 VDC, 1.2 A; 6-8 VAC 50/60 Hz, 1.2 A 

6 VAC, 1.2 A

Description

3-6 VDC, 1.2 A; 6-8 VAC 50/60 Hz, 1.2 A     5-3/4” 

3-6 VDC, 1.2 A; 6-8 VAC 50/60 Hz, 1.2 A     6-7/8”

Description

Up to 48V AC 

24V; 0.67 AMP AC 

Up to 48VAC 

Up to 48VAC 

Up to 48VAC 

6 VAC, 0.7 A; 3-6 VDC, 1.4 A; 6-8 VAC 60 Hz, 1.4 A 

Size

6” Gong 

4” Gong

6” Gong

4” Gong

6” Gong

Size

5-1/16”

5-1/16”

Part NO.

340-6E5

340-4G5

340-6G5

340-4N5

340-6N5

Part NO.

340A-G5

340A-N5

Part NO.

876-N5

874-N5

Part NO.

720

725

Dixie Buzabel

730

Part NO.

740

744

Part NO.

600

620

630

634

695-B

Edwards transformers on page - 35
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44

MOTOR RUN CAPACITORS 

A motor capacitor, such as a start capacitor or run capacitor 

(including a dual run capacitor) is an electrical capacitor that al-

ters the current to one or more windings of a single phase 

AC induction motor to create a rotating magnetic field.

PART no. STYLE Voltage Size figure no.

4JR0555 Round 440V 55+5 UF 1

4JR0560 Round 440V 60+5 UF 1

4JR0540 Round 440V 40+5 UF 1

45250H Oval 440V 25 UF 2

45200H Oval 440V 20 UF 2

4JR0545 Round 440V 45+5 UF 1

4JR0535 Round 440V 35+5 UF 1

4JR0550 Round 440V 50+5 UF 1

37075H Oval 370V 7.5 UF 2

37050H Oval 370V 5 UF 2

37050R Round 370V 5 UF 1

37300R Round 370V 30 UF 1

37075R Round 370V 7.5 UF 1

45100H Oval 440V 10 UF 2

45050H Oval 440V 5 UF 2

45075H Oval 440V 7.5 UF 2

37100H Oval 370V 10 UF 2

45150H Oval 440V 15 UF 2

45500H Oval 440V 50 UF 2

ANTI-VIBRATION PAD

Part no. Type Size Thickness Figure no.

MP-4C Rubber/Cork 4” X 4” 7/8” 1

MP-4E E.V.A 4” X 4” 7/8” 1

MP-2E E.V.A 4” X 4” 7/8” 2

FIG. 1 FIG. 2

FIG. 1 FIG. 1
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TERMINATION,
SPLICING &
GROUNDING

45

Wire Nuts

Mechanical Lugs-uni-tap

Mechanical Lugs

Mechanical Lugs-split bolt

Din-rail terminal blocks

STA-kon Connectors

Mechanical Lugs-unitap

Cable Mounts

Cable Ties

Terminal Blocks

Terminal Block Covers

47

52

53

56

65

66

67

68

69

64

64

49

50

51

59

57

Al/Cu & Burial Wire Connectors

Direct Burial Connectors

Heat Shrink & Cold Shrink

Compression connectors

Grounded lugs
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Catalog No. Conductor Size COLOR BOX Figure No.

Scotchlok

B-Box 3-6#12, 2-6#10, 2-3#8 or 1-2#6 AWG Stranded Blue 50 1

G-Box 3-7#14, 2-6#12, 2-4#10 or 2#8 AWG Gray 100 1

G-Bulk 3-7#14, 2-6#12, 2-4#10 or 2#8 AWG Gray 500 1

R-Box 9#18, 4-6#16, 2-5#14, 2-5#12 or 1-3#10 AWG Red 100 1

R-Bulk 9#18, 4-6#16, 2-5#14, 2-5#12 or 1-3#10 AWG Red 500 1

Y-Box 5-8#22, 4-6#20, 2-5#18, 2-3#16, 1-3#14, 1-2#12 or 1#10 AWG Yellow 100 1

Y-Bulk 5-8#22, 4-6#20, 2-5#18, 2-3#16, 1-3#14, 1-2#12 or 1#10 AWG Yellow 500 1

Highland

H-29-Boxed 22-16 AWG Gray 100 -

H-30-Boxed 22-16 AWG Blue 100 -

H-31-Boxed 18-14 AWG Orange 100 -

H-33-Boxed 8-12 AWG Yellow 100 -

H-35-Boxed 18-10 AWG Red -

3M Performance+

O/B-Pouch-Plus 2#22-2#12 or 3#14 AWG Orange/Blue 100 2

O/B-Bulk-Plus 2#22-2#12 or 3#14 AWG Orange/Blue 500 2

T/R-Bulk-Plus 2#18-2#8 or 5#12 AWG Tan/Red 750 2

R/Y-Pouch-Plus 2#18-2#8 or 5#12 AWG Red/Yellow 100 2

R/Y-Bulk-Plus 2#18-2#8 or 5#12 AWG Red/Yellow 500 2

B/G-Pouch-Plus 4#14-2#6-3#8 AWG Blue/Gray 100 2

B/G-Bulk-Plus 4#14-2#6-3#8 AWG Blue/Gray 250 2

312-POUCH 5-7#22, 3-6#20, 2-6#18, 2-6#16, 1-4#14 or 1-3#12 AWG Yellow 100 3

312-Bulk 5-7#22, 3-6#20, 2-6#18, 2-6#16, 1-4#14 or 1-3#12 AWG Yellow 500 3

512-Pouch 2-10#18, 2-7#16, 1-6#14, 1-5#12, 1-3#10, 1-2#8 Red 100 3

512-Bulk 2-10#18, 2-7#16, 1-6#14, 1-5#12, 1-3#10, 1-2#8 Red 500 3

512G w/1-3#10, 2#14 w/1-2#10, 3#14 w/1#10, 1#12 w/1-2#10, 2#12 w/1#10 AWG Green 50 3

512G w/1-3#10, 2#14 w/1-2#10, 3#14 w/1#10, 1#12 w/1-2#10, 2#12 w/1#10 AWG Green 500 3

WIRE NUTS 

3M SCOTCHLOK, HIGHLAND & PERFORMANCE+ 

PRONG CONNECTORS FIG. 3FIG. 2FIG. 1
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Catalog No. Conductor Size COLOR packageing Figure No.

B-Cap 2 #18 to 3 #12 AWG Wire

B1-1 2 #18 to 3 #12 AWG Wire Yellow 100/Box 1

B1-B 2 #18 to 5 #12 AWG Wire Yellow 500/Bag 1

B2-1 2 #18 to 5 #12 AWG Wire Red 100/Box 1

B2-B 2 #18 to 5 #12 AWG Wire Red 500/Bag 1

BGR-1 10 AWG (Min.(2) #14/ Max.(5) Green 100/Box 2

GBR-B 10 AWG (Min.(2) #14/ Max.(5) Green 250/Bag 2

Wire-Nut

30-071 16-22 AWG Gray 100/Box 3

30-072 14-22 AWG Blue 100/Box 3

30-073 14-22 AWG Orange 100/Box 3

30-073J 14-22 AWG Orange 300/Jar 3

30-074 12-18 AWG Yellow 100/Box 3

30-074J 12-18 AWG Yellow 175/Jar 3

30-076 10-18 AWG Red 100/Box 3

30-076J 10-18 AWG Red 150/Jar 3

Wing Nut

30-451 18 to 10 AWG Min. 2 #18 Max. 3 #12 Yellow 100/Box 4

30-451J 18 to 10 AWG Min. 2 #18 Max. 3 #12 Yellow 250/Jar 4

30-452 18 to 8 AWG Min. 2 #18 Max. 4 #10 Red 100/Box 4

30-452J 18 to 8 AWG Min. 2 #18 Max. 4 #10 Red 300/Jar 4

30-454 14 to 6 AWG Min. 3 #12 Max. 1 #6 & 2 #8 Blue 25/Box 4

30-092 14 to 10 AWG Min. 2 #14 Max. 4 #12 Green 100/Box 4

Twister Pro

30-341 22 to 8 AWG Min. 3 #22 Max. 3 #10 Tan 100/Box 5

30-441J 22 to 8 AWG Min. 3 #22 Max. 3 #10 Tan 400/Jar 5

30-144J 18-10 AWG Connector W/ Suregrip Overmolding Red/Yellow 25/Box 5

30-244J 18-10 AWG Connector W/ Suregrip Overmolding Red/Yellow 250/Jar 5

30-644J (4) #10 MAX. Wire Combo Size; 22 - 8 AWG Wire Size Red/Yellow 500/Jar 6

B-CAP SCREW ON WIRE CONNECTOR

FIG. 3FIG. 2 FIG. 4FIG. 1 FIG. 6FIG. 5
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DIRECT BURIAL RATED CONNECTORS 

AL/CU & DIRECT BURIAL WIRE CONNECTORS  

ALUMINIUM / COPPER CONNECTORS

Catalog No. Conductor Size COLOR packageing Figure No.

Twister AL/CU 

30-765 10-18 AWG Purple 10 1

30-165 10-18 AWG Purple 25 -

30-265 10-18 AWG Purple 100 -

Aluminium
Aluminium Wire Range: Min #12/Max #10

Copper Wire Range: Min #18/Max #10

95025 2 Port Purple 25 -

95035 2 Port Purple 100 2

95110 3 Port Purple 10 -

95125 3 Port Purple 25 3

95135 3 Port Purple 100 -

Catalog No. Conductor Size COLOR Packageing Figure No.

      DryConn Black Series Outdoor Irrigation Wire Connectors*

61135 Min #22/Max #12 Black/White 25/Bag 1

61235 Min #22/Max #8 Black/Gray 20/Bag -

61335 Min #14/Max #6 Black/Blue 10/Bag -

      DryConn Outdoor Electrical Wire Connectors*

62125 Min #22/Max #12 Aqua/Orange 25/Bag 2

62225 Min #22/Max #8 Aqua/Red 20/Bag -

62325 Min #14/Max #6 Aqua/Blue 15/bag -

      Direct Bury Silicone Tube *

20520 #22/Max #8 Yellow 2/Bag 3

20630 #22/Max #8 Orange 2/Bag -

* UL 486D listed as a sealed wire connector system. For use in damp, wet, rain, direct bury     
and submersible locations. Not to be used in continuous submersion applications

FIG. 1

FIG. 1

FIG. 3

FIG. 3

FIG. 2

FIG. 2
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DIRECT BURIAL RATED CONNECTORS*
TYPE UGSKIT8 | UF SPLICE

TYPE THE MOLE UNI-TAP 

TYPE UGS350ULDB 

DIRECT BURIAL WIRE CONNECTORS  

DIRECT BURIAL RATED CONNECTORS* 

TYPE UGSKIT8 | UF SPLICE

Catalog No. Min. wire MAX. wire

UGSKIT8 14 AWG 8 AWG

Catalog No. Min. wire MAX. wire

UGSKIT2 8 2

UGSKIT250 1 250

Catalog No. Ports Min. wire Max. wire

BISR4-DB 2 6 4

BISR1-DB 2 2 1

BISR3/0-DB 2 1/0 3/0

BISR250-DB 2 4/0 250

Catalog No. Ports Min. wire Max. wire

UGS350ULDB 2 12 350

* UL 486D listed as a sealed wire connector system. For use in damp, wet, rain, direct bury     
and submersible locations. Not to be used in continuous submersion applications

Visit us at HOLTelectricalsupply.com

Got big electrical jobs? We’re the supplier 
 who wants to help your business grow.   
Let’s make it happen together.

NEED
HELP?
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TYPE  FP301 | THIN WALL TUBING (CLEAR)

HEAT SHRINK & COLD SHRINK 

HEAT SHRINK 

TYPE FP301 | THIN WALL TUBING (BLACK)

Catalog No. Expanded I.D. (Min) Recovered I.D. (Max) Color L

FP-301-1/8-48-Black .125 .062 Black 48”

FP-301-3/16-48-Black .187 .093 Black 48”

FP-301-1/4-48-Black .250 .125 Black 48”

FP-301-3/8-48-Black .375 .187 Black 48”

FP-301-1/2-48-Black .500 .250 Black 48”

FP-301-3/4-48-Black .750 .375 Black 48”

FP-301-1-48-Black 1.000 .500 Black 48”

FP-301-1-1/2-48-Black 1.500 .750 Black 48”

FP-301-2-48-Black 2.000 .1000 Black 48”

Catalog No. Expanded I.D. (Min) Recovered I.D. (Max) Color L

FP-301-1/8-48-Clear .125 .062 Clear 48”

FP-301-3/16-48-Clear .187 .093 Clear 48”

FP-301-1/4-48-Clear .250 .125 Clear 48”

FP-301-3/8-48-Clear .375 .187 Clear 48”

FP-301-1/2-48-Clear .500 .250 Clear 48”

FP-301-3/4-48-Clear .750 .375 Clear 48”

FP-301-1-48-Clear 1.000 .500 Clear 48”

FP-301-1-1/2-48-Clear 1.500 .750 Clear 48”

FP-301-2-48-Clear 2.000 .1000 Clear 48”

3M COLD SHRINK CONNECTOR INSULATORS (1000 VOLTS OR LESS)

3M COLD SHRINK Typical Conductor Range Color

8424-8P 10-1/0 AWG Black

8425-8 2-1/0 AWG Black

8426-11 2/0-250 AWG Black

8427-12 250-400 AWG Black

8427-16 250-400 AWG Black

8428-12 500-800 AWG Black
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MECHANICAL LUGS—UNI-TAP 

UV RATED BLACK UNI-TAP 

INSULATED MULTIPLE TAP CONNECTORS

Catalog No. Ports Wire Range Figure 
No.

1PL42 IT4 2 14-4 1

1PLD2/02 IT20 2 14-2/0 2

1PLD2502 IT250 2 10-250 2

1PLD3502 IT350 2 10-350 2

1PLD6002 IT600 2 4-600 2

BIBD750-2 IT750 2 2-750 2

1PLD43 IPL43 3 14-4 3

1PLD203 IPLD303 3 14-2/0 3

1PLD2503 IPLD2503 3 10-250 3

1PLD3503 IPLD3503 3 10-350 3

1PLD6003 IPLD6003 3 4-600 3

1PLD44 IPL44 4 14-4 4

1PLD2/04 IPLD304 4 14-2/0 4

1PLD2504 IPLD2504 4 10-250 4

1PLD3504 IPLD3504 4 10-350 4

1PLD6004 IPLD6004 4 4-600 4

Catalog No. Ports Wire Range

1PBS2 ISR2 2 14-4

1PBS1/0 ISR10 2 14-1/0

1PBS250 ISR250 2 10-250

1PBS350 ISR350 2 10-350

1PBS500 ISR600 2 6-500

UV RATED BLACK UNI-TAP 

IN-LINE SPLICE/REDUCER 

+

FIG. 1 FIG. 2 FIG. 4FIG. 3
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MECHANICAL LUGS 

UNIVERSAL TERMINAL LUG 

TYPE KA-U, KKA-U | FOR ALUMINIUM AND COPPER CONDUCTORS

TYPE K2A-U

Catalog No. Stud Size Wire Range Figure No.

KA6U 1/4 14-4 1

KA2U 1/4 14-2 1

KA25U 1/4 14-1/0 1

KA26U 1/4 6-2/0 2

KA29U 5/16 6-250 2

KA30U 5/16 6-300 2

KA31U 3/8 6-350 2

KA34U 3/8 6-500 2

KA36U 3/8 2-600 2

KA40U 1/2 300-800 2

2 Mounting Holes

KKA31-U2 1/2 6-350 3

KA36U-2N 1/2 2-600 4

KA40U-2N 1/2 300-800 4

Catalog No. Stud Size Wire Range Figure No.

K2A25U 1/4 Two: 14-1/0 1

K2A26U 1/4 Two: 14-2/0 2

K2A29U 3/8 Two: 6-250 2

K2A31U 1/2 Two: 6-350 2

K2A36U 1/2 Two: 2-600 2

K2A40U 5/8 Two: 300-800 2

2 Mounting Holes 

KA231U-2N 1/2 Two: 6-350 3

K2A36U-2N 1/2 Two: 2-600 3

K2A44U-2N 1/2 Two: 500-100 3

FIG. 1

FIG. 1

FIG. 2

FIG. 2

FIG. 4 FIG. 5FIG. 3

FIG. 3
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TYPES K3A-U, KK3A-U

TYPE K11A-U, K21A-U, K22A-U

TYPE K4A-U, KK4A-U

Catalog No. Stud Size (3) Wire Range Figure No.

K3A2U-2 5/16 14-2 1

K3A25U-2 3/8 14-1/0 1

K3A26U-2N 1/2 14-2/0 3

K3A27U-2N 1/2 6-3/0 3

K3A29U-2N 1/2 6-250 3

K3A31U-2N 1/2 6-350 3

K3A36U-2N 1/2 2-600 3

Catalog No. Stud Size (3) Wire Range

K3A25U-4 5/16 14-1/0

K3A27U-4N 3/8 6-3/0

K3A29U-4N 1/2 6-250

KK3A36U-4N 1/2 2-600

Catalog No. Stud Size (3) Wire Range Figure No.

K11A30U 5/16 Two: 6-300 1

K11A36U-2 1/4 Two: 2-600 3

K22A36U-2 3/8 Four: 2-600 5

K22A39U-2 3/8 Four: 1/0-750 5

Catalog No. Stud Size (3) Wire Range Figure No.

K4A29U-4N 1/2 6-250 1

K4A31U-4N 1/2 6-350 1

KK4A36U-4N 1/2 2-600 2

TYPES K3A-U, KK3A-U | FOR ALUMINIUM AND COPPER CONDUCTOR

FIG. 1 FIG. 2

FIG. 1

FIG. 3

FIG. 2

FIG. 1 FIG. 2 FIG. 4 FIG. 5FIG. 3



54

TE
R

M
IN

A
TIO

N
 S

P
LIC

IN
G

 &
 G

R
O

U
N

D
IN

G

TYPE BGBL

TYPE KAU-KIT | TRANSFORMER LUG KITS

KA-LUG | COPPER CABLE ONLY 

Catalog No. Stud Size (3) Wire Range

CL50-1 10 14-4

CL50-1TN* 10 14-4

Catalog No. Transformer KVA Primary Lugs Secondary Lug

KAU-KIT1 15-37.5 1Ø 15-75 3Ø 14-2 6-250

KAU-KIT2 50-75 1Ø 75—112.5 3Ø 6-250 6-250

Catalog No. Stud Size (3) Wire Range

BGBL-4 10 14-4

BGBL-1/0 3/8 14-1/0

BGBL-250 7/16 6-250

Catalog No. Stud Size (3) Wire Range

KA4C 1/4 14-4

KA25 3/8 14-1/0

KA28 3/8 1-4/0

KA34 1/2 4/0-500

* -TN version in n plated.

COPPER LAY-IN QIKLUG 

TYPE CL50-1 | FOR COPPER CONDUCTORS
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Catalog No. Min. Range MAx Range Figure No.

AMS-2 14 2 1

AMS-0 14 1/0 1

AMS-4/0 6 4/0 1

AMS-250 6 250 2

MECHANICAL BUTT SPLICE 

TYPE AMS | DUAL RATED SPLICER/REDUCER 

MECHANICAL LUGS - SPLIT BOLTS 

PIERCING INSULATION LUG 

TYPE BIPC | FOR ALUMINIUM AND COPPER CONDUCTORS

TYPE KSU | UNIVERSAL SERVIT / COPPER TO ALUMINIUM / COAL SPLIT BOLT

Catalog No. Run Tap Volt Max

BIPC1/0-2 1/0-8 2-8 600V

BIPC4/0-6 4/0-1/0 1/0-6 600V

BIPC4/0-1/0 4/0-1/0 4/0-1/0 600V

BIPC350-350 350-4/0 350-4/0 600V

Catalog No. Run Tap

KSU17 12—6 12-6

KSU20 10-4 10-4

KSU22 10-2 10-2

KSU23 8-2 8-2

KSU25 2-1/0 10-1/0

KSU26 1/0-2/0 8-2/0

KSU27 1-3/0 8-3/0

KSU29 1-250 8-250

KSU31 4/0-350 4-350

KSU34 400-500 2-500

FIG. 1 FIG. 2



56

TE
R

M
IN

A
TIO

N
 S

P
LIC

IN
G

 &
 G

R
O

U
N

D
IN

G

TYPE KS | SERVIT / COPPER TO COPPER SPLIT BOLT—COPPER ONLY

TYPE GCRT1/0

Catalog No. Run Tap

KS17 12-6 14-6

KS20 10-4 14-4

KS22 10-2 14-2

KS23 8-2 14-2

KS25 2-1/0 14-1/0

KS26 1/0-2/0 14-2/0

KS27 1-3/0 8-3/0

KS29 1-250 8-250

KS31 1/0-350 1/0-350

KS34 400-500 2/0-500

GROUNDED LUGS 

GROUND ROD CLAMP 

TYPE GRL

Catalog No. Rod size Min con Max con

GRL4 1/2 10 2

GRL5 5/8 10 2

GRL6 3/4 10 2

Catalog No. Rod size Min con Max con

GCRT1/0 1/2,5/8,3/4 8 1/0

Catalog No. Rebar Size Cable Range 

GAR6426 5/8-3/4 4-2/0

GAR6429 5/8-3/4 2/0-250

WIRE TO REBAR / GROUND ROD  

TYPE GAR
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Catalog No. Rebar Size Cable Range 

GC15A 1/2-3/4-1 1/0-14

GC18A 1-1/4-1-½-2 250-6

GC22A 2-½-3 - 3-½-4 250-6

Catalog No. Pipe Size Wire Range 

C-11N 1/2-3/4-1 10-2 

C-22 1-1/4-1-½-2 10-2 

C-4 2-½-3-3-½-4 10-2 

C-8 4-½-6 10-2 

DUAL RATED GROUND CLAMP  

TYPE GC-A | COPPER OR ALUMINIUM CABLE

CAST BRONZE CLAMPS
TYPE C

Catalog No. Rod size Length

611360 1/2” 6’

611380 1/2” 8’

611300 1/2” 10’

615880 5/8” 8’

615800 5/8” 10’

613400 3/4” 10’

GROUND RODS

HEAVY DUTY WATER PIPE CLAMP ( NSI )

Catalog No. Pipe size Wire Range Figure No.

G-1 1/2-3/4-1 10-2 1

G-2 1-1/4-1-½-2 10-2 1

G-12 2-½-3-3-½-4 10-2 1

G-13 4-½-6 10-2 1

G-40 - 8-4/0 2

FIG. 1 FIG. 2



58

TE
R

M
IN

A
TIO

N
 S

P
LIC

IN
G

 &
 G

R
O

U
N

D
IN

G

Catalog No. Rebar size Cable range Figure No.

C11K16D 3/8-1” 10-2 1

C11K17D 3/8-1” 10-2 2

GLC-140DB 3/8-1” 8-4/0 3

CAST BRONZE GROUND CLAMPS 

TYPE C11K | LAY-IN FEATURE

TYPE CZ-11

Catalog No. Pipe size Wire range

CZ-11 1/2—3/4—1 10-2

  CONNECTIONS 

COPPER COMPRESSION BUTT SPLICE 

TYPE YS | L-STANDARD BARREL

Catalog No. Conductor Size Die Color

YS8C-L-Box 8 Red

YS6C-L-Box 6 Blue

YS4C-L Box 4 Gray

YS2C-L Box 2 Brown

YS1C-L Box 1 Green

YS25-L Box 1/0 Pink

YS26-L Box 2/0 Black

YS27-L Box 3/0 Orange

YS28-L Box 4/0 Purple

24 hour emergency service

FIG. 2FIG. 1 FIG. 3
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COMPRESSION BUTT SPLICE  

TYPE YS-L | STANDARD BARREL

TYPE YS | LONG BARREL

Catalog No. Conductor Size Die Color

YS8C 8 Red

YS6C 6 Blue

YS4C 4 Gray

YS3C 3 White

YS2C 2 Brown

YS1C 1 Green

YS25 1/0 Pink

YS26 2/0 Black

YS27 3/0 Orange

YS28 4/0 Purple

YS29 250 Yellow

YS30 300 White

YS31 350 Red

YS32 400 Blue

YS34 500 Brown

YS36 600 Green

Catalog No. Conductor Size Die Color

YS6CA1 6 Gray

YS4CA1 4 Green

YS2CA1 2 Pink

YS1CA1 1 Gold

YS25A1 1/0 Tan

YS26A1 2/0 Olive

YS27A1 3/0 Ruby

YS28A1 4/0 White

YS29A1 250 Red

YS30A1 300 Blue

YS31A1 350 Brown

YS32A1 400 Green

YS34A1 500 Pink

YS36A1 600 Black

YS39A1 750 Yellow
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TYPE YS-L | STANDARD BARREL

Catalog No. Hole Size Conductor Size Die Color

YA8CL1-Box 1/4 8 Red

YA8CL3-Box 3/8 8 Red

YA6CL-Box 1/4 6 Blue

YA6CL3-Box 5/16 6 Blue

YA6CL4-Box 3/8 6 Blue

YA4CL3-Box 5/16 4 Gray

YA4CL4-Box 3/8 4 Gray

YA4CL6-Box 1/2 4 Gray

YA2CL2-Box 1/4 2 Brown

YA2CL4-Box 3/8 2 Brown

YA2CL6-Box 1/2 2 Brown

YA1CL4-Box 3/8 1 Green

YA1CL6-Box 1/2 1 Green

YA25L4-Box 3/8 1/0 Pink

YA25L6-Box 1/2 1/0 Pink

YA26L-Box 3/8 2/0 Black

YA26L6-Box 1/2 2/0 Black

YA27L4-Box 3/8 3/0 Pink

YA27L-Box 1/2 3/0 Pink

YA28L4-Box 3/8 4/0 Purple

YA28L-Box 1/2 4/0 Purple

ONE HOLE HYLUG COMPRESSION CONNECTION 

TYPE YA | LONG BARREL

Catalog No. Hole Size Conductor Size Die Color

YA6C 1/4 6 Blue

YA4C 1/4 4 Gray

YA2C 5/16 2 Brown

YA25 5/16 1/0 Pink

YA26 3/8 2/0 Black

YA27 3/8 3/0 Pink

YA28 1/2 4/0 Purple

YA29 1/2 250 Yellow

YA31 1/2 350 Red

YA34N 1/2 500 Brown
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TWO HOLE HYLUG COMPRESSION CONNECTION 

TYPE YA-2N | LOG BARREL

Catalog No. Hole Size Hole Spacing Conductor Size Die Color

YA6C2N 1/2 1-3/4 6 Blue

YA6C2TC38 3/8 1 6 Blue

YA4C2N 1/2 1-3/4 4 Gray

YA3CN2 1/2 1-3/4 3 White

YA3C2TC38 3/8 1 3 White

YA2C2N 1/2 1-3/4 2 Brown

YA2CTC38 3/8 1 2 Brown

YA1C2N 1/2 1-3/4 1 Green

YA252N 1/2 1-3/4 1/0 Pink

YA262N 1/2 1-3/4 2/0 Black

YA272N 1/2 1-3/4 3/0 Orange

YA282N 1/2 1-3/4 4/0 Purple

YA292N 1/2 1-3/4 250 Yellow

YA302N 1/2 1-3/4 300 White

YA312N 1/2 1-3/4 350 Red

YA322N 1/2 1-3/4 400 Blue

YA342N 1/2 1-3/4 500 Brown

YA362N 1/2 1-3/4 600 Green

HYPLUG—PIN REDUCER  

TYPE AYP, AYPO | COPPER OR ALUMINIUM 

Catalog No. Wire Size Pin Size Die Color Figure no.

AYP6 6 4 Tan 1

AYP4 4 4 Tan 1

AYP2 2 4 Tan 1

AYP1 1 3 Tan 1

AYP1/0 1/0 2 Tan 1

AYP2/0 2/0 1 White 1

AYPO3/0 3/0 1/0 White 2

AYPO4/0 4/0 2/0 White 2

AYPO250 250 3/0 Brown 2

AYPO350 350 250 Brown 2

AYPO500 500 350 Pink 2

AYPO600 600 400 Yellow 2

AYPO750 750 500 Yellow 2

FIG. 1 FIG. 2
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ONE HOLE HYLUG COMPRESSION CONNECTION 

TYPE YA-A | ONE HOLE COMPRESSION LUG COPPER OR ALUMINIUM

TWO HOLE HYLUG COMPRESSION CONNECTION 
TYPE YA-A | 

Catalog No. Hole Size Conductor Size Die Color

YA8CA3 1/4 8 Blue

YA6CA1 1/4 6 Gray

YA6CA3 3/8 6 Gray

YA4CA3 5/16 4 Green

YA2CA5 1/4 2 Pink

YA2CA3 3/8 1/0 Pink

YA25A9 1/2 2/0 Tan

YA26A1 1/2 3/0 Olive

YA27A3 1/2 4/0 Ruby

YA28A3 1/2 250 White

YA29A1 1/2 350 Red

YA31A1 1/2 400 Brown

YA34A1 1/2 500 Green

YA36A1 1/2 600 Black

YA39A1 1/2 750 Yellow

Catalog No. Hole Size Hole spacing Conductor Size Die Color

YA28A5 1/2 1-3/4 4/0 WHITE

YA29A3 1/2 1-3/4 250 RED

YA31A3 1/2 1-3/4 350 BROWN

YA32A5 1/2 1-3/4 400 GREEN

YA34A3 1/2 1-3/4 500 PINK

YA36A3 1/2 1-3/4 600 BLACK

YA39A5 1/2 1-3/4 750 YELLOW
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TERMINAL BLOCKS  

TYPE AS, AM & AL | COPPER OR ALUM

TERMINAL BLOCK COVERS  

TYPE CS, CM & CL

Catalog No. Line Wire Size Load Wire Size Load Figure No. Figure No.

AS-K1-K1 2/0-14 2/0-14 1 1

AM-P1-P1 350-6 350-6 1 1

AM-R1-R1 500-4 500-4 1 1

AS-K2-K2 2/0-14 2/0-14 2 2

AL-P2-P2 350-6 350-6 3 3

AL-R2-R2 500-4 500-4 3 3

AS-K1-H4 2/0-14 (4) 4-14 1 7

AS-K1-H6 2/0-14 (6) 4-14 1 4

AM-P1-H12 350-6 (12) 4-14 1 5

AL-P1-K6 350-6 (6) 2/0-14 1 6

AL-R1-K6 500-4 (6) 2/0-14 1 6

AL-R1-M4 500-4 (4) 4/0-6 1 7

AS-K2-H6 (2) 2/0-14 (6) 4-14 2 4

AM-K2-I6 (2) 2/0-14 (6) 2-14 2 4

AL-P2-K6 (2) 350-6 (6) 2/0-14 3 6

AL-R2-K6 (2) 500-4 (6) 2/0-14 3 6

AL-R2-M4 (2) 500-4 (4) 4/0-6 3 7

Catalog No. Block Series

CS AS*

CM AM

CL AL

FIG. 1 FIG. 2 FIG. 3 FIG. 4 FIG. 5 FIG. 6 FIG. 7
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DIN-RAIL TERMINAL BLOCKS 

DIN-RAIL AND PARTS
35MM Din-Rail 

Terminal Block & Accessories  

Vinyl Bu Splices

Description

TS35/F6 Din-Rail Perforated 2M x 7.5 mm 

Description

M4/6 22-12 AWG - Gray Terminal Block

M6/8 22-8 AWG - Gray Terminal Block

FEM6 End Secon - Gray

BAM2 End Stop—Gray

SCF6 Voltage Separator/End Secon—Gray

Bridge; 2 Positions, Red

Bridge; 4 positions, Red

Bridge; 6 positions, Red

Part NO. 

017322005

Part NO. 

011511607

011511811

011836816

020635116

011870703

XBAFBS38

XBAFBS38 

XBAFBS38

Part No. Description Pack Qty.

2RA18X Exp Ins Vinyl Butt Splice, 22-18 Red 100

2RB14X Exp Ins Vinyl Butt Splice, 16-14 Blue 100

2RC10X Exp Ins Vinyl Butt Splice, 12-10 Yellow 50

Visit us at HOLTelectricalsupply.com

Got big electrical jobs? We’re the supplier 
 who wants to help your business grow.   
Let’s make it happen together.

NEED
HELP?
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Vinyl - Insulated Locking Fork

Part No. Wire range Stab size Color Pack qty.

18RA-6FL 22-16 #6 Red 100

18RA-8FL 22-16 #8 Red 100

18RA-10-FL 22-16 #10 Red 100

14RB-6FL 18-14 #6 Blue 100

14RB-8FL 18-14 #8 Blue 100

14RB-10FL 18-14 #10 Blue 50

10RC-6FL 12-10 #6 Yellow 50

10RC-8FL 12-10 #8 Yellow 50

10RC-10FL 12-10 #10 Yellow 50

10RV-14FL 12-10 1/4 Yellow 50

STA-KON CONNECTORS  

VINYL-INSULATED RING TERMINAL

Part No. Wire range Stab size Color Pack qty.

18RA-6 22-16 #6 Red 100

18RA-8 22-16 #8 Red 100

18RA-10 22-16 #10 Red 100

14RB-6 18-14 #6 Blue 100

14RB-8 18-14 #8 Blue 100

14RB-10 18-14 #10 Blue 100

14RB-14 18-14 1/4 Blue 100

10RC-8 12-10 #8 Yellow 50

10RC-10 12-10 #10 Yellow 50

10R-14 12-10 1/4 Yellow 50

NON-INSULATED DISCONNECTS 

Part No. Wire range Stab size Color Pack qty.

FEMALE DISC 

18RA-250F 22-16 .250 Red 100

14RB-250F 18-14 .250 Blue 100

10RC-250F 12-10 .250 Yellow 50
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INSULATED DISCONNECTS

Part No. Wire range Stab size Color Pack qty. Figure NO.

Female Disc

18RA2577 22-16 .250 Red 100 1

14RB-2577 18-14 .250 Blue 100 1

10RC-2577 12-10 .250 Yellow 50 1

90D Female Disc

RA18-280A 22-16 .250 Red 100 2

RB14-250A 18-14 .250 Blue 100 2

RC10-250A 12-10 .250 Yellow 100 2

MALE DISC

18RA-251T 22-16 .250 Red 50 3

14RB-251T 18-14 .250 Blue 50 3

10RC-251T 12-10 .250 Yellow 50 3

Part No. Wire range Stud Strip length

YAV8CL1 8 Awg / 8 Aircra / AN 8 Flex 1/4 1/2

YAV8CL2 8 Awg / 8 Aircra / AN 8 Flex 5/16 1/2

YAV8CL3 8 Awg / 8 Aircra / AN 8 Flex 3/8 1/2

YAV8CL4 8 Awg / 8 Aircra / AN 8 Flex 1/2 1/2

YAV6CL 6 Awg / 5 & 6 Aircra / AN 5& 6 Flex 1/4 1/2

YAV6CL4 6 Awg / 5 & 6 Aircra / AN 5& 6 Flex 5/16 1/2

YAV6CL2 6 Awg / 5 & 6 Aircra / AN 5& 6 Flex 3/8 1/2

YAV6CL10 6 Awg / 5 & 6 Aircra / AN 5& 6 Flex 1/2 1/2

YAV4CL 4 Awg / 4 Aircra / AN 4 Flex 1/4 1/2

YAV4CL4 4 Awg / 4 Aircra / AN 4 Flex 5/16 1/2

YAV4CL2 4 Awg / 4 Aircra / AN 4 Flex 3/8 1/2

YAV4CL5 4 Awg / 4 Aircra / AN 4 Flex 1/2 1/2

AV2CL1 2 Awg / 2 Aircra / AN 2 Flex 1/4 5/8

YAV2CL2 2 Awg / 2 Aircra / AN 2 Flex 5/16 5/8

YAV2CL 2 Awg / 2 Aircra / AN 2 Flex 3/8 5/8

YAV2CL4 2 Awg / 2 Aircra / AN 2 Flex 1/2 5/8

YAV1CL1 1 Awg / 1 Aircra / AN 1 Flex 1/4 5/8

SMALL TERMINALS  

ONE HOLE HYLUG COMPRESSION CONNECTION 

TYPE: YAV-L 

FIG. 1 FIG. 2 FIG. 3
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Part No. Wire range Stud Strip length

YAV1CL2 1 Awg / 1 Airca / AN 1 Flex 5/16 5/8

YAV1CL 1 Awg / 1 Aircra / AN 1 Flex 3/8 5/8

YAV1CL3 1 Awg / 1 Aircra / AN 1 Flex 1/2 5/8

YAV25L1 1/0 Awg /1/0 Aircra / AN 1/0 Flex 1/4 11/16

YAV25L2 1/0 Awg /1/0 Aircra / AN 1/0 Flex 5/16 11/16

YAV25L 1/0 Awg /1/0 Aircra / AN 1/0 Flex 3/8 11/16

YAV25L3 1/0 Awg /1/0 Aircra / AN 1/0 Flex 1/2 11/16

YAV26L2 2/0 Awg / 2/0 Aircra / AN 2/0 Fle 5/16 13/16

YAV26L 2/0 Awg / 2/0 Aircra / AN 2/0 Fle 3/8 13/16

YAV26L3 2/0 Awg / 2/0 Aircra / AN 2/0 Fle 1/2 13/16

YAV27L 3/0 Awg / 3/0 Aircra / AN 3/0 Flex 3/8 13/16

YAV27L1 3/0 Awg / 3/0 Aircra / AN 3/0 Flex 1/2 13/16

YAV28L 4/0 Awg / 4/0 Aircra / AN 4/0 Flex 3/8 7/8

YAV28L12 4/0 Awg / 4/0 Aircra / AN 4/0 Flex 1/2 7/8

ONE HOLE HYLUG COMPRESSION CONNECTION CONT.. 
TYPE: YAV-L 

BASE MOUNTS 

HIGH PERFORMANCE CABLE TIE MOUNTING BASE

MFG NO. Graybar ID mounting means material max tie 
width (in.) type Dimensions

(in)

Bulk Pack 1,000 pieces

TC345A 18314564 Adhesive or (2) #8 Screws NYLON 6/6 0.190 2-WAY MOUNT 1.125W X 1.125L

Bulk Pack 100 pieces

TCS02 88266280 (1) #8 Screw Nylon 6/6 0.190 Mini Tie Plate 0.500W x 0.750L

TCS342A 88266296 Adhesive Nylon 6/6 0.190 Tie Plate 1.125W x 1.125L

TC5344A 88266298 Adhesive Nylon 6/6 0.140 2-Way Mini Base 0.750W x 0.750L 

TCS34SA 88266299 Adhesive or (2) #8 Screws Nylon 6/6 0.190 2-Way Mount 1.12SW x 1.125L

BENEFITS
• Easy to use with standard Ty-Rap Cable Ties

• Adhesive backed with pressure sensitive adhesive tape ( Where Apllicable)
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CABLE TIES

HIGH PERFORMANCE MINIATURE LOCKING STANDARD NYLON 6/6 CABLE TIES 

BENEFITS
• Stainless Steel loddng Device for Superior Holding Power 

• Cable Ties . Made From Natural Nylon 6/6, Are Excellent Performers In Most Applications 

• Friction Grip and Turned Uptail fO<” Easy Installation 

• The MX Series Cable Ties Are Recommended for Outdoor Use 

• Oval, Low-Profile Lead Heduces !,nags and Looks Great 

• UL Listed 

• Smoo1’h Strap Design for lnfonite Adjustability 

MFG NO. Graybar ID max tie 
width (in.)

Dimensions
(in)

Bulk Pack 1,000 pieces

TY232M 89007717 2.00 8.0L x 0.091W

TY23M 8831CS92 0.625 3.62L X 0.091W

TY23MX 8831C591 0.625 3.62L X 0.091W

Bulk Pack 100 pieces

TY52315M 88266379 1.5 7.0L x 0.091W

TYS232M 88266381 2.00 8.0L x 0.091W

TYS232MX 88266382 2.00 8.0L x 0.091W

TYS234M 88266383 4.00 14.0L x 0.091W

TYS234MX 88266384 4.00 14.0L x 0.091W

TYS23M 88266385 0.625 3.62L x 0.091W

TYS23MX 88266387 0.625 3.62L x 0.091W

*”x” Suffix on Mfg. No. indicates outside use allowable

HIGH PERFORMANCE LIGHT HEAVY DUTY CABLE TIES

BENEFITS
• Cable Ties. Made From Natural Nylon 6/6, Are Excellent Penormers In Most Applications

• Nyloo 6/6 is Recommended for Use In Temperatures Ranging from 185 to-40°F 

• The MX Series Cable Ties Are Re commended foe Outdoor Use

• The Addition of u!bon Black Provides Good Ultraviolet Resistance and 

Prolongs the Useful life of the Cable Tie 

MFG NO. Graybar ID max tie 
width (in.)

Dimensions
(in)

Bulk Pack 500 pieces

TY27M 88314576 3.5 13.4L x 0.270W

TY27MX 88314575 3.5 13.4L x 0.270W

Bulk Pack 50 pieces

TY5277M 920S2l92 7.0 24.3L x 0.270W

TY5277MX 920S2l93 7.0 24.3L x 0.270W

TY527M 88266406 3.5 13.4L x 0.270W

TY527MX 88266409 3.5 13.4L x 0.270W

TY529M 88266413 9.0 30.0L. x 0.270W

TY529MX 88266414 9.0 30.0L. x 0.270W

*”x” Suffix on Mfg. No. indicates outside use allowable
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HIGH PERFORMANCE STANDARD DUTY CABLE TIES 

BENEFITS
• Stainless Steel Locking Device for Superior Holding Power

• UL listed

• Friction Grip and Turned up Tall for Easy Installation 

• Oval, Low Profile lead Reduces Snags and Looks Great 

• Cable Ties, Made from Natural Nylon 6/6, are Excellent Perfooners 

• Smooth Strap Design for Infinite Adjustability

MFG NO. Graybar ID max tie 
width (in.)

Dimensions
(in)

Bulk Pack 1,000 pieces

TY253M 89007712 3.0 11.40L x 0.184W

TY253MX 93161644 3.0 11.40L x 0.184W

TY2:SM 883145&7 1.75 7.31L x 0.184W

TY25M-2 88314551 1.75 7.31L x 0.184W

TY25MX 88314586 1.75 7.31L x 0.184W

TY2:SM 88314583 4.0 14..20L. x 0.184W

TY28MX 88314582 4.0 14..20L. x 0.184W

Bulk Pack 100 pieces

TYS253M 88266395 3.0 11.40L x 0.184W

TYS253MX 88266396 3.0 11.40L x 0.184W

TY525MX 88266399 1.75 7.31L x 0.184W

TYS28M 88266410 4.0 14..20L. x 0.184W

TYS28MX 88266412 4.0 14..20L. x 0.184W

HIGH PERFORMANCE INTERMEDIATE DUTY CABLE TIES 

BENEFITS
• Stainless Steel Locking Device for Superior Holding Power 

• UL Listed 

• f.riction Grip and Turned Uptail for Easy Installation 

• Oval.Low Profile Lead Reduces Snags and Looks Great

• Cable lies. Made from Natural Nylon 6/6, are Excellent Perfonners 

• Smooth Strap Design for Infinite Adjustability

MFG NO. Graybar ID max tie 
width (in.)

Dimensions
(in)

Bulk Pack 1,000 pieces

TY242M 89007715 2.0 8.19L x 0.140W

TY242MX 90085836 2.0 8.19L x 0.140W

TY24M 88314589 1.125 5.50L x 0.140W

TY24MX 88314588 1.125 5.50L x 0.140W

TY26M 88314585 3.0 11.10L x 0.140W

TY26MX 88314584 3.0 11.10L x 0.140W

Bulk Pack 100 pieces

TY5242M 88266388 2.0 8.19L x 0.140W

TY5242MX 88266389 2.0 8.19L x 0.140W

TY5244M 88266390 4.0 14.50L. x 0.140W

TYS244MX 88266391 4.0 14.50L. x 0.140W

TY524MX 88266394 1.125 5.50L x 0.140W

TYS26M 88266401 3.0 11.10L x 0.140W

TY526MX 88266403 3.0 11.10L x 0.140W
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CONDUIT BENDING

555RSC | Classic electric bender 

Greenlee, 01632, 555RSC 120V Classic Electric Bender Includes Classic Bender1/2” - 2” 

Rigid Shoe Group Features The 555C Classic Series features simple relay controls for 

easy field repairs, and compact handle design to prevent interference with conduit 

when bending

Emt shoe group 1/2” - 2” 

Cat NO. 23803 | UPC NO. 783310013228 

Bend 1/2” - 2” conduit on one shoe for the 555RSC

850dx | delux single shoe solution bender 
Cat NO. 555RSC | UPC NO. 783310016328 

Bend electrical conduit pipe at the angle you need it using the GREENLEE® Bender, 

Electrical Conduit. Designed for EMT, Rigid and IMC conduit pipe up to 2 inches in 

size, this device is extremely versatile. For durability, the Greenlee deluxe versatile 

electric bender features a heavy-duty steel handle and iron composite head. Its ab-

solute encoder helps ensure accurate angles every me. Both horizontal and versatile 

bends are possible with the machine; switching between the two is fast, helping 

increase your productivity. The Greenlee electrical conduit bender also features a 

digital pendant that lets you set your angle and monitor their process. To prevent 

damage caused by power loss and arcing, this device has a solid state system with 

electronics that continue to provide reliability for up to a million bends.

Bender, hyde pipe (881cte980) 
Cat NO. 881CTE980 | UPC NO. 7833100342083 

One bender to bend 2-1/2—4 INCH EMT, IMC and Rigid Conduit Fast and easy setup 

on the jobsite. Bend a 90° elbow in 4” Rigid conduit in 95 seconds

Mobile bending table 
Cat NO. 881-MBT | UPC NO. 783310009030 

Arm prepositionier to ease the set up of the ram to accommodate different size shoes 

Carriage assembly to mount the 881 Bender unit directly to the MBT Vice-chain to 

hold conduit securely for accurate bends, prevents conduit from twisting or turning 

during bend *Greenlee® may make improvements and/or changes in the specifi-

cations of products at any me, in its sole discretion, without notes or obligation and 

further reserves the right to change or discontinue models. 
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1/2”x4” hydraulic driver punch set 
Cat NO. 7310SB | UPC NO. 783310343615  

Fast, easy and simple to operate and has compact design Punches 10 mes faster that 

wrench method.

GREENLEE PVC HEATER BOXES

1/2 - 2 inch pvc heater
Cat NO. 849 | UPC NO. 783310273950

4 inch pvc heater
Cat NO. 849 | UPC NO. 783310273950

6 inch pvc heater
Cat NO. 849 | UPC NO. 783310273950

Easy to use preheat for 10 minutes, open lid and poison PVC, close lid, rotate uni-pliable, open lid, remove 

PVC and form bend Heavy-duty metal construction with reflective interior for fast, efficient heating Has 

heating chart, and on/off switch with indicator light for added convenience 

KNOCK OUT SETS | HOLE MAKING

Punch & die set, 1/2to - 1-1/4  
Cat NO. 7235BB | UPC NO. 783310320135  

Alignment Markings improve punching accuracy and productivity when making holes 

Punches and dies are marked with catalog numbers and sizes for quick part identification. 

Punch & die set, 1/2” slug buster  
Cat NO. 7238SB | UPC NO. 783310347576  

1 IN Hex Ratchet Wrench allows use with both 3/8 IN (9.5 mm) and 3/4 IN (19.1 mm) 

draw studs Alignment Markings improve punching accuracy and productivity when 

making holes Punches and dies are marked with catalog numbers and sizes for quick 

part identification Includes 34941 Ratchet wrench- 1 IN Hex.

Speed ko kit, conduit 1/2x2”, 1-7/32” 
Cat NO. 7307SP | UPC NO. 783310017202  

SPEED PUNCH® saves me and money with every hole. Up to 3X’s faster setup and 

disassembly. For punching conduit size holes in stainless steel, mild steel, alumini-

um, fibreglass, and plastic. 
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PULLING

G6 TURBO™ 6000 LB CABLE PULLER 
Cat NO. G6 | UPC NO. 783310069546   

No loose pieces, allowing quick changeover for easy transport No adapter needed, 

easily clamp to conduit in seconds Two speed motor specially designed for 6,000 

pound pulls Right-angle sheave allows the operator to stand out of the direct line 

of force.

UT10 PACKAGE 10,000 LB CABLE PULLER 
Cat NO. 6906  

 

2-Speed motor that delivers the fastest pulling me for all pulling needs over the 

widest (10000 LB) range Strong, rugged motor designed specifically for both big and 

small cable pulling applications up to 10000 LB On-board force gauge provides visual 

communication of pulling force and speed changes Quick speed change from high-

speed to low-speed by simply double tapping foot pedal.

7-Ton Tool with SlugBuster Knockouts, 1/2” to 2” 
Cat NO.  LS50L11B | UPC NO. 783310049562   

Punch driver with auto-stop detects punch completion and automatically stops the ream, 

preventive damage to punch parts Punch faster, with a maximum cycle me of 8 seconds 

Provides easy one-handed operations and an ergonomic tapered grip Works with all 

Greenlee knockouts and other brands designed for use with a hydraulic tool.

INTELLI-PUNCH& #0153 11-TON TOOL 
WITH SLUGBUSTER& #174 KNOCKOUTS 1/2”-4” 
Cat NO.  LS100X11SB4 | UPC NO. 783310064848  

Time Saver - Punch faster with a maximum cycle me of 8 seconds Compact, 

Ergonomic Design - Provides easy one-handed operation and an ergonomic tapered 

grip Compatible - Works with all Greenlee Knockouts and other brands designed for 

use with a hydraulic tool Gator Eye compatible - With iPress™ software, monitor tool 

performance - peak force, number of cycles, etc.

Speed Punch Kit with LS50 Battery 
Powered Punch Driver 
Cat NO. LS50L11SP | UPC NO. 783310011323 

Speed Punching Kit, 3/4” -2” Conduit Sizes, Capacity: 10 GA, Hole Sizes: 1.115” 

(28.3mm) - 2.416” (61.5mm). Includes: LS50 battery-Powered Punch Driver.
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6 Ton Crimper Indent, Li-Ion, Standard, 120V 
Cat NO. EK6IDLX11 | UPC NO. 783310610793   

The EK6IDL consists of two individual pistons (large exterior and a small interior one). 

The interior small piston transmits a force of 30kN and features two functions. The large 

exterior piston transmits a force of 60kN and crimps all larger cross sections. Managed 

by Intelli-Crimp, the variable 30kN / 60kN cylinder safeguards that the optimal crimp 

performance is always being achieved regardless of the cross section. 

K09-SYNCRO K Series Crimper, 1 AWG to 250 kcmil  
Cat NO. K9-SYNCRO | UPC NO. 783310064411 

Patented SYNCRO die design - one dial rotates both dies, preventing die misalign-

ment and reducing rework Locking, extendible handles with four length positions 

provide increased manoeuvrability and leverage Handle design and grips effectively 

transmit arm force to the tool, making it easier and more comfortable to use Connues 

to accurately crimper 10,000 cycles

12 Ton Crimper Indent, Li-Ion, Standard, 120V 
Cat NO. EK12IDLX11 | UPC NO. 783310611349  

Equipped with Bluetooth™ Communication enabled via the Greenlee Gator Eye app. 

Features LED display screen communicating pressure and battery levels as well as tool 

diagnostics with real-me tool feedback.

6 Ton Crimper, Li-Ion, standard, 120V 
Cat NO. EK628LX11 | UPC NO. 783310609391  

Equipped with Bluetooth™ Communication enabled via the Greenlee Gator Eye app. 

Features LED display screen communicating pressure and battery levels as well as tool 

diagnostics with real-me tool feedback. Equipped with CJ22 Crimping Jaws that accept 

Greenlee KC22 and KA22 Series Crimping Dies. When equipped with optional CJD3 

Crimping Jaws, can be used with all industry “W” Style Crimping Dies & Greenlee KD6 

Series Dies When equipped with optional CJK Crimping Jaws, can be used with Thomas

& Bes “6-Ton” Crimping Dies.

CRIMPING

12 Ton Crimper, Li-Ion, Standard, 120V  
Cat NO. EK1240LX11 | UPC NO. 783310609834   

State of the art 18V lithium ion (Li-ion) battery provides 70% more cycles per charge 

and faster cycles Smart chargers control the charging current, charging voltage and 

battery temperature to maximize battery life Available with 120V, 12V or 230V battery 

charger or with 120V or 230V corded adapter in place of batteries and charger.



75

Syncro K-Series Mechanical Crimping Tool 8-1/0 AWG 
Cat NO. K5-SYNCRO | UPC NO. 783310611349 

Crimp copper wires between 8 AWG and 1/0 AWG efficiently using the GREENLEE® 

K-Series Mechanical Crimping Tool 8-1/0 AWG. This tool features SYNCRO, a synchro-

nized die design, that helps reduce the number of errors made when crimping, saving 

you me and increasing productivity. To reduce errors further and improve accuracy 

with every crimp, the Greenlee 8-1/0 AWG K-Series mechanical crimping tool using 

laser-cut dies that are color-coded and hexagonal. A patented gear helps improve du-

rability and reduce the chances of tooth breakage during use. For beer grip and con-

trol, the handles feature slip guards. Save me and effort when changing and rotating 

dies; this tool lets you do it using only one hand. To make going into the spaces easy 

and for improved handling, the Greenlee electrical crimping tool is small and weighs 

only 2.6 pounds.

CUTTING

704 21 In. Heavy-Duty Cable Cutter  
Cat NO. 704 | UPC NO. 783310245643 

The GREENLEE® Scissor Cable Cutter can be used to cut and sever cables and wires 

that are made of copper and aluminium, as well as cables used for data communica-

tions. The Greenlee heavy-duty cable cutter features replaceable precision ground 

blades that are heat treated and forged for optimal strength and durability. Its handles 

are made of lightweight fibreglass that boasts high strength to cut through tough

Material. The blades of the Greenlee 21-inch scissor cable cutter can be adjusted by 

using its pivot bolt. Weighing just 3 pounds, it can easily fit into your tool box and be 

taken from jobsite to jobsite.

706 31-1/2” In. Heavy-Duty Cable Cutter
Cat NO. 706 | UPC NO. 783310222910 

Strong, lightweight fibreglass handles, Adjustable pivot bolt provides for blade adjustment

718 Cable Cutter Assembly
Cat NO. 718 | UPC NO. 783310302087 

Steel handles with rubber grips for leverage

CUTTER, CABLE PKG
Cat NO. 718F | UPC NO. 783310105077 

Strong, lightweight fibreglass handles, Adjustable pivot bolt provides for blade adjustment
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LOCATORS | TESTING

LOCATORS | TESTING

LOCATOR-BURIED LINE 
Cat NO. BLL-200 | UPC NO. 783310077961  

LED and LCD signal strength indicators make it quick and easy to find exact line 

location Receiver automatically locks out passive range when it detects a transmitter 

signal reducing the chance of tracing other lines carrying weaker signals Micropro-

cessor-based circuitry delivers increased accuracy and features auto-gain control in 

all environments 

SeekTech SR-20 Locator 
Cat NO.  21893 | SR-20 | UPC NO.  

It takes a lie know how and experience to learn how to use the SeekTech to its fullest 

potential due to all the things it is capable of doing. These Reference values (in a 

range) can serve as a benchmark for strong locate or signal along with the current set 

of indicators. 

PULSE-GROUND FAULT LOCATOR 
Cat NO. PE2003-G | UPC NO. 783310079446  

Identifies the exact location of even the smallest breaks in insulation by “pulsing” a 

high-voltage signal that radiates into the earth at the location of the faults. With the 

A-frame mounted receiver, a visual analogue meter points the way to the source of 

the voltage Extra-long test leads feature heavy-duty alligator clips for use on multiple 

cable types. 

CUTTER,CABLE-RATCHET
Cat NO. 759 | UPC NO. 783310452775 

Compact for working in tight spaces Single-speed ratchet mechanism Blade release al-

lows blades to be opened mid-cut
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THREADING

Model 535 Threading Machine 
535 | 93287 | .81655  

The Model 535 maintains the ruggedness of the industry workhorse while adding 

the features that makes the threading operation more productive. A large chip tray 

and oil reservoir makes the 535 ideal for longer uninterrupted threading. The 535 is 

designed around maximum upme with the upgrades that matters most to the pipe 

working professional. Users also benefit from the part commonality between the 535,

the 535A automatic and other RIDGID® equipment. 

Model 1224 Threading Machine 
1224 | 26092 | .56806 

The Model 1224 threads a wide range of pipe including black, galvanized and plas-

tic-coated pipe, together with stainless steel, IMC and heavy-wall conduit, as well as 

rod up to 30 Rockwell C. 

690-I Hand-Held Power Drive w/ dies 
44923| .76077 

Drive Kit, Pipe Threading Machine and 1/2-Inch to 2-Inch 11-R NPT Pipe Threading 

Die Heads with Carrying Case for Threading Pipe.

690-I Hand-Held Power Drive 
690-I | 44928 | .108397 

Pipe Threading Machine, Power Drive Only.

700 Hand-Held Power Drive Kit w/ dies 
 45178 | .75267 

Drive Kit, Pipe Threading Machine and 1/2-Inch to 2-Inch 11-R NPT Pipe Threading 

Die Heads with Carrying Case for Threading Pipe.

SeekTech ST-305 Line Transmitter 
Cat NO.   21898 | STR-305 | UPC NO.  

Lightweight and compact transmitter that delivers up to 5 was of power. We use it to 

locate and diagnose all types of water main leaks and it can also be used to put a trace 

on your camera cables. We need something that will help us trace individual wires 

separately to help find wire breaks or missing valves..
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700 Hand-Held Power Drive
700 | 41935 | .67532 

Pipe Threading Machine, Power Drive Only.

Model 300 Power Drive Complete
300 | 15682 | .93622

The Ridgid 300 Complete Power Drive (38 RPM) (15682) features a Ridgid speed chuck, a 1/2 

HP reversible universal motor and is ideal for use with Ridgid roll groover.

36475 Exposed Ratchet Threader Set, Model 12-R
36475 | .67525 

RIDGID 36475 Exposed Ratchet Threader Set Model 12-R Ratcheting Pipe Threading Set 

of 1/2-Inch to 2-Inch NPT Pipe Threading Dies and Manual ratcheting Pipe Threader 

with Carrying Case

CARTS / VISES

150A UNIVERSAL WHEEL & CABINET STAND 
150A | 92462 | .56805  

Stands are available to satisfy every operational situation. The Model 250 Folding 

Wheel Stand provides increased field manoeuvrability and productivity.

200A Universal Wheel & Cabinet Stand 
200A | 92467 | .108398 

Support Ridgid 1822, 535 and 1224 threading machines with this 200A Threader 

Stand (92467). Supported by large diameter wheels for easy job-site transport, it’s 

equipped with 17 gauge steel walls. 

Portable TRISTAND® Vises 
425 | 16703 | .88163 

Each TRISTAND pipe vise features integral folding legs for easy transport and setup, 

tool hangers and a base which overhangs the front legs for clear tool swing.  

460-6 | 36273 | .13771 

The Model 460-6 TRISTAND features an integrated chain vise for securely holding pipe 

1/8 to 6-inches in diameter. Designed for stability and durability, the unit’s base gives you 

a generously sized work area, while three tool hangers and tray keep threaders and other 

necessities close-at-hand. Built-in clamp allows welders to ground their equipment.  
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PIPE STANDS | DIES | OIL

CUTTERS & WRENCHES

56662 Model VJ-99 V Head High Pipe Stand, 12-inch 
Pipe Stand 
VJ-99 | 56662 | .15897 

PC-125 Scissor Style Pipe Cutter 
PC-125 | 23488 | .108387 

RC-1625 Ratchet Action Plastic Pipe 
Cutter 1/8 - 1-5/8” 
RC-1625 | 23498| .108388 

56657 Model VJ-98 V Head Low Pipe Stand, 
12-inch Pipe Stand 
VJ-98 | 56657 | .15760 

Pipe Dies, Alloy RH, for Universal Die Heads 

Pipe Dies, Alloy RH, for Universal Die Heads 

Cutting Oil  

Hand Held Oiler 

Catalog 

47745  

47750 

33057

Catalog 

37870  

37830 

37835

37840  

37845 

37850

Catalog 

70835

70830

Catalog 

418

Die Size

1/2-3/4-inch 

1-2-inch 

2-1/2-4-inch

Die Size

1/2

3/4 

1-1

1-1/4

1-1/2

2

Die Size

Nu-Clear Thread Cung Oil

Dark Threading Cung Oil

DESC

Hand Held Oiler

Holt ID

67537 

67537 

108399

Holt ID

111901 

55934 

67528

67529 

67530

67531

Size

1 Gallon

1 Gallon

Holt ID

.67534

.67536

Holt ID

.88165
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RIGID WET/DRY VAC

62698 6-Gallon Wet/Dry 
62698 | RT0600 | .108745 

Portable power doesn’t get any beer than the RIDGID 4000RV. Pros, and contractors 

grab the compact wet/dry vac and quickly clean up the mess with its 5 peak HP mo-

tor, pro hose, and fine dust filter. 

RC-2375 Ratchet Action Plastic Pipe Cutter 1/8 - 2 
3/8” 
RC-2375 | 30088 | .108390 

Ridgid Ratchet Action Replacement Blades

Tubing and Conduit Cutter

Model 810 Aluminium Straight Pipe Wrench

Heavy Duty Cast-Iron Straight Pipe Wrench

Catalog 

27858

30093

Catalog 

32915

32925

32935

32950

Catalog 

31090

31095

31100

31105

Catalog 

31005

31010

31015

31020

31025

31030

31040

Replacement For

RC-1625

RCB-2375

Replacement For

1/8-INCH

3/16-INCH

5/8-INCH

1-INCH

Size

10-Inch

14-Inch

18-Inch

24-Inch

Size

8-Inch

10-Inch

12-Inch

14-Inch

18-Inch

24-Inch

48-Inch

Holt ID

.108389

.108391

Holt ID

.110425

.108393

.108394

.108395

Holt ID

.36669

.36749

.36871

.36975

Holt ID

.108392

.34159

.34246

.34342

.34423

.34568

.34793

Max-Cut

1-INCH

1-1/8-INCH

2-1/8-INCH

3-1/8-INCH
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4000RV 4-Gallon Wet/Dry 
50313 | 4000RV0 | .67522 

Portable power doesn’t get any beer than the RIDGID 4000RV. Pros, and contractors 

grab the compact wet/dry vac and quickly clean up the mess with its 5 peak HP mo-

tor, pro hose, and fine dust filter. 

50313 16-Gallon Wet/Dry 
50343 | 1620RV0 | .108772 

16 gallon wet/dry vacuum with detachable blower delivers the powerful

Suction and powerful blower in one tool. 

Wet/Dry Filer Replacements  
Size Gallon 

3 - 4.5 Gal 

6 — Larger 

6 — Larger

Catalog 

542086

72947

97457

Layers 

1 

1 

5

Holt ID 

108403 

108404 

108405

INSPECTION CAMERAS

40043 Video Borescope,2.4 In,36 In Shaft 
40043 | .1476  

Camera Size : 12.0mm Includes : 45 Degrees Bevelled Edge Manufacturers Warranty 

Length : Limited Lifetime Sha Length : 36” Item : Inspection Camera operating Temp. 

: 14 Degrees to 122 Degrees F Pixel Resolution : 320 x 240 Monitor Size : 3.5” Probe 

Lighting System : (4) Adjustable High Intensity LED Lamps Recording : Video, Image 

Power Source : (4) AA batteries Country of Origin (subject to change) : China ‘Inspec-

tion Camera, Observation Depth 0.25 In. to 12 In., Monitor Size 3.5 In., Camera Size 

12.0mm, Sha Dia. 0.70 In., Video, Image Recording, No, Power Source (4) AA Batteries, 

Sha Length 36 In., Pixel Resolution 320 x 240, Probe Lighting System (4) Adjustable 

High Intensity LED Lamps, operating Temp. 14 Degrees to 122 Degrees F, Manufac-

turers Warranty Length Limited Lifetime’.

36848 Micro CA-150 Inspection Camera 
36848 | CA-150 | .108400  

Inspection Camera, Observation Depth 1.18 In. to 2.75 In., Monitor Size 3.5 In., Cam-

era Size 12.0mm, Sha Dia. 0.70 In., Video, Image Recording, No, Power Source (4) AA 

Batteries, Sha Length 36 In., Pixel Resolution 320 x 240, Probe Lighting System (4) 

Adjustable High Intensity LED Lamps, operating Temp. 14 Degrees to 122 Degrees F, 

Manufacturers Warranty Length Limited Lifetime.

Greenlee & Ridgid may make improvements and/or changes in the specifications of products at any me, in its sole dis-

cretion, without notice or obligation and further reserves the right to change or discontinued models. 
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Arnold
540 Jeffco Blvd.
(314) 714 - 1714

1-314-533-5555  
www.holtelectricalsupply.com 

Fenton
1702 Chase Dr.
(636) 680 - 0000

St. Louis
1943 S. Vandeventer Ave.
(314) 533 - 5555

North County
1194 Pershall Rd.
(314) 875 - 9999

Cape Girardeau 
2002 N. Kingshighway
(573) 475 - 7575

O’ Fallon
1718 West Terra Lane
(636) 231 - 2300

Washington
1852 Highway A
(636) 231 - 6969


